
Instructions for fitting Link Adapt Kit to Tuff Tank

1 x Retainer

Contents of Single Link Adapt Kit: (These items should
be pre assembled).

Equipment required:
An Electric Drill, a 4” Hole Cutter,  
a 10mm Hex Key Wrench, a Straight 
Edge and a Marker Pen.

Line up the Cam Flange with the holes and insert one of 
the bolts into one of the top holes, before tightening it 
using a hex wrench. At this point there is no need to 
tighten the bolts fully. Insert the next bolt in the opposite 
hole and tighten as before. Repeat until all bolts have 
been inserted.

Step

Finally, tighten all bolts so a good seal is made.
Warning! If you use a power tool to insert the bolts, 
DO NOT over tighten, as they may be ripped out of the 
plastic. 

Step

Use the hole cutter to create a hole in the side of the 
tank. The hole must be in the centre of the 8 threaded 
brass inserts. In order to find the centre, draw a line using 
a straight edge and pen from one brass insert to its 
opposite . Repeat another two times and the intersection 
point of the three lines is the centre point of your hole. 
Place your drill at this point and cut out the hole.

Step

Now prepare the bolts by placing a spring washer 
followed by a standard washer on each bolt. The spring 
washer should go on first.

Step

1 x 4” Cam Flange 1 x 4” Cam Lock Cap 1 x Gasket

8 x M12 Socket Caps 8 x M12 Washers 8 x M12 Spring Washers
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