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Overview 
Congratulations on your purchase of the DELTA Vehicle Systems Land Cruiser/LX450 
Rock Sliders. These rugged rock sliders have been designed in CAD, CNC laser cut, 
formed, fabricated, and powder coated 100% in the U.S.A.  
 

Product Compatibility 
This product is compatible with the 1991-1997 Toyota Land Cruiser and Lexus LX450. 
Vehicles from 1991-1992 have the exhaust on the left side instead of the right, so make 
sure to buy the version of the Rock Sliders Kit that matches your vehicle. There is also a 
“high clearance” option available if you have a custom exhaust setup that will not be 
compatible with our exhaust guards. 

 
Packing List 
ID Number Description Quantity  
12257 Main Rock Sliders 1  

12258/12259/12260 Exhaust Guards  1  

12266 Hardware Pack (Packaged with Exhaust 
Guards)  

1  

 
Packaged By ____________ 
 

Included in Hardware Pack: 
ID Number Description Quantity 
12252 U-Bolt 8 
10660 1/2” Washer 16 
12227 1/2” Flange Nyloc Nut 16 
10844 3/8” Carriage Bolt 18 
10662 3/8” Washer 18 
10997 3/8” Flange Nyloc Nut 18 
10978 M8 Hex Bolt 2 
10654 5/16” Washer 1 
11043 M8 Washer 1 
10968 Aluminum Spacer 1 

 
Tools  

• 8mm (5/16”), 9/16” (14mm), and 3/4” (19mm) sockets 

• Socket wrench(es), preferably with an extension 

• Prybar  
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1 These instructions follow the 
installation of the left side rock slider 
on a 93-97 vehicle. The steps will be 
almost identical for the right side 
rock slider. 

Left Side Rock Slider 

2 The brake line runs along the inner 
surface of the frame rail which the 
left rock slider bolts to. You will need 
to gently reroute it, just enough to 
provide clearance for the u-bolts 
used to secure the rock sliders.  
 
Use the included M8 bolt, M8 
washer, and aluminum spacer to 
space off the bracket holding the 
brake line towards the front of the 
frame rail. Now is a good time to put 
the u-bolt for the forward frame 
bracket in place, as it sits under this 
bracket. 

Space off Brake Line + Forward 
Frame Bracket U-Bolt 
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3 With the u-bolt going between the 
brake line and the back of the frame 
rail it’s attached to, you can now put 
on the forward frame bracket. It’s 
made up of two pieces; the smaller 
piece is sandwiched between the 
frame rail and the larger piece. Use 
two 1/2” nuts (with washers) to hold 
the bracket in place, and tighten 
them down snugly. 

Forward Frame Bracket 

4 There’s sheet metal in the way, 
make the sheet metal not be in the 
way  
 
Shove a prybar waaay up in there 
broh 

Bend Sheet Metal Out of the Way 
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5 With the forward frame bracket 
installed, you can now lift the rock 
slider up into place and align the pair 
of holes at the front with the 
matching pair in the front bracket. 
This allows you to locate the u-bolt 
positions along the frame rail.  
 
This would be made easier by a 
second pair of hands – you could 
have them mark the u-bolt positions 
on the frame rail as you hold the 
rock slider in place.  
 
Alternatively, you can carefully set 
the rock slider down under the 
vehicle (on a blanket), keeping the 
alignment with the front frame 
bracket, and approximate the u-bolt 
locations visually.  

Lift Rock Slider to Locate U-Bolts 

 

        

           

6 You can now put the u-bolts in place 
around the frame rail at the positions 
you marked. The brake line will be in 
the way, so you’ll have to gently 
reroute it just enough to give 
clearance for the u-bolts. Ideally, the 
brake line should be floating, not 
contacting the u-bolts.  

Put U-Bolts in Place 
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7 With the u-bolts now in position, you 
can now lift the rock slider up and 
into place, carefully guiding the u-
bolts into the corresponding holes on 
the rock slider.  

Lift Rock Slider into Position 

8 Using 1/2” nuts with washers, secure 
the rock slider in place on the u-
bolts. Do not torque the nuts down 
yet; they should be snug, but loose 
enough to still allow for some 
movement. 

Secure Rock Slider Using 1/2” 
Hardware 



 6 

 

9 Using two 3/8” carriage bolts with 
nuts and washers, attach the rock 
slider to the forward frame bracket. 
Snug this hardware down. 

Attach to Forward Frame Bracket 

10a If you have a 91-92 vehicle with 
the exhaust on the left side, follow 
step 10b instead. 
 
The forward lower bracket attaches 
to the rock slider with a total of 5 3/8” 
carriage bolts (with nuts & washers). 

Add Forward Lower Bracket 
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10b If you have a 93-97 vehicle with 
the exhaust on the right side, 
follow step 10a instead. 
 
The forward exhaust guard attaches 
to the rock slider with a total of 7 3/8” 
carriage bolts (with nuts & washers). 
There is also one hole for an M8 bolt 
(indicated with an arrow), which will 
thread upwards directly into the 
frame with the included 5/16” 
washer.  

Add Forward Exhaust Guard 

11 Now that everything is in place, you 
can begin tightening down all the 
hardware. This will be made much 
easier with a socket extension, as 
shown. 

Tighten Everything Down 
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12 The steps for installing the right side 
rock slider will be almost the exact 
same as the left side, just mirrored. 
There are two main differences, the 
first being that you don’t have to 
worry about the brake line. 
 
The second is the forward exhaust 
guard. If you have a 91-92 vehicle, 
you installed the forward exhaust 
guard on the left side, so for the right 
side, you will install the forward 
lower bracket (following a mirrored 
step 10a).  
The opposite is true for 93-97 
vehicles; you installed the forward 
lower bracket on the left side, so you 
will now install the forward exhaust 
guard on the right side (following a 
mirrored step 10b). 
 
After the right side, your installation 
is now complete. Congratulations! 

Repeat Steps 3-11 for Right Side 
Rock Slider + Finished! 


