
A-lign double-sided
fencing.
For a new generation of New Zealand homes.

claymark.co.nz



Proven for 
generations™

Time saver

12

12 simple  
steps

Enduring 
performance

Post
112mm or 132mm H4 treated  
laminated posts in 2.7m lengths.

Profiled Fence Board
Ex. 200mm or Ex.150mm H3 treated  
profiled fence board in 2.7m lengths.

Scriber
36x18mm H3 treated scribers 
in 1560mm/1570mm lengths for 
200mm/150mm profiled fence boards.

Centre Scriber
42x36mm centre scribers in 
1560mm/1570mm lengths for 
200mm/150mm profiled fence boards.

Bottom Rail Infill Bead
18x6mm H4 treated infill locator bead  
in 2.7m lengths.

Bottom Rail
88x42mm H4 treated grooved bottom 
rail in 2.7m lengths.

Top Rail
88x42mm H4 treated  
grooved top rail in  
2.7m lengths.

Post Cap
154mm or 179mm  
bevelled post cap for 
112mm or 132mm post.

Metal Angle Bracket
40x40x40x3mm galvanized metal 
angle bracket.

For building, renovating or re cladding, 
ask for A-lign. Do it once. Do it right.

Premium engineered pine double-sided 
fencing with a user-friendly fixing system. 
Classic. Elegant. Simple. 
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