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INTRODUCTION
Congratulations to your decision of purchasing or renting your Panther Mini Shock Absorber. 
We are pleased that you made your decision in favor of equipment, which combines state-of-
the-art technology and many years of experience in manufacturing camera support equip-
ment.

Selected materials and a great know-how ensures that in practice you have a wide variety 
of possibilities, which you will appreciate during shooting. Your new Panther Mini Shock 
Absorber is a high-quality and modern tool giving the creative cameraman a new easy way to 
control your movements and get a more stabilized result.

The Panther Mini Shock Absorber is a very useful equipment, developed by specialists for 
specialists in order to meet the expectations of every cameraman or grip.

To ensure that you will love working with your Panther Mini Shock Absorber and that all 
requirements during shooting can be fulfilled considering utmost safety and reliability, please 
carefully read this user manual.

With our best wishes

Andreas Fitz

CEO | Executive President 
Panther GmbH
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BASIC KNOWLEDGE

For use with gyro stabilized heads to reduce high and low frequency vibrations and hard and 
impact shocks during high speed chases on rough and bumpy terrain.

max. payload: 70 kg / 155 lbs

Mitchell

MitchellSprings

Shock Absorber

Your gyro stabilized head / camera or whatever you use has always to be 
mounted on the upper side of the Mini Shock Absorber.
Otherwise it will lose its‘ ability.
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MOUNTING

Mounting the arm
The Mini Shock Absorber can be mounted via the Mitchell plate and a 130-150mm tube. The 
Mitchell plates can be used Underslung, Overslung and Nose Mount (90°).

Tube mount system
The Mini Shock Absorber can be 
mounted on a 130-150mm tube with 
the 130/150mm mount (310390 - 
sold seperately).

Just position the Mini Shock Absorber 
into the required position and lock it 
with the 4 screws by tightening.

To change the direction of the Mitchell 
plate - for example from Underslung to 
Overslung - you just have to open the 
blue marked screws and reposition the 
complete unit in the required position.
Then tighten the screws.

This can be done on both ends of the Mini 
Shock Absorber.
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SPRING ADJUSTMENT

Springs
With the springs you can adjust the level 
of tension.
By turning the springs clockwise the Mini 
Shock Absorber will raise up and you 
have a higher tension.

By turning the springs counterclockwise 
the Mini Shock Absorber will be lower 
and it will release tension.
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SHOCK ABSORBER ADJUSTMENT

Shock Absorber
For the best results of the Mini Shock Absorber you have to adjust the Shock Absorber unit 
regarding to your needs.

Rebound adjustment
Compression

Rebound adjustment
Rebound damping controls suspension rebound 
speed after compression. 
Too much rebound damping will not allow the shock 
to rebound quickly enough for the next bump. 
To increase rebound speed, rotate counterclockwise. 
To decrease rebound speed, rotate clockwise.
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SHOCK ABSORBER ADJUSTMENT

Compression adjustment
Compression damping controls shock compression 
speed during slow compression stroke scenarios, 
small impacts, and cornering, which improves 
control and efficiency. Too much compression 
damping makes the suspension feel too firm over 
bumps. 
To reduce compression speed, rotate the lever or 
knob clockwise (+).
To increase compression speed, rotate the lever or 
knob counterclockwise (-).

Payload kg/ lbs 40kg / 
88 lbs

45kg / 
99 lbs

50kg / 
110 lbs

55kg / 
121 lbs

60kg / 
132 lbs

65kg / 
143 lbs

Pressure psi / bar 11 psi /
0.75 bar

12,56 psi /
0.86 bar

13,95 psi / 
0.96 bar

15,35 psi / 
1.05 bar

16,74 psi / 
1.15 bar

18,14psi / 
1.25 bar

Approximate pressure level to different payloads. It is recommended but not obligatory.
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NOTES



ADDRESS

Am Bahnhof 19
85653 Aying - Munich

Germany

PHONE / FAX

Phone:
(+49) 8095 71230 - 00

Fax:
(+49) 8095 71230 - 99

ONLINE

contact@panther.tv

www.panther.tv

If you have any problems with this instructions (or also other problems) 
please contact our service department. An employee will be very happy to 

help you until your problem is solved.

NEED FURTHER ASSISTANCE?

SERVICE PHONE:
(+49) 8095 71230 - 05

SERVICE MAIL:
eric.suchetet@panther.tv


