
A simpler way to design 
beautiful window treatments

Measurement
Guide



How to measure for 
Inside Mount Shades

3. Keep in mind the depth of your window determines which Custom Control you can choose for your 
Inside Mount shade. Using the ruler below as a guide and rounding down to the nearest 1/4 inch, 
measure the flat mounting surface available on your window.

1. Rounding down to the nearest 
1/8 of an inch, measure the 
inside edges of the window frame 
width in 3 places and record the 
measurements.

2. Rounding down to the nearest 
1/8 of an inch, measure the 
inside edges of the window frame 
length in 3 places and record the 
measurements.



How to measure for 
Outside Mount Shades

1. Rounding up to the nearest 1/8 
of an inch, measure the outside 
edges of the window frame width 
in 3 places.

To ensure your window will be fully 
covered, we recommend adding 
about 2 inches total to the widths 
you measure. After accounting 
for your desired additional width, 
record the total measurements.

DESIGNER RECOMMENDED MOUNTING HEIGHT 
BY MOUNTING LOCATION:

If mounting on wall above window*: 
5” above window trim recommended

If mounting on a door:
 2” above window recommended

If mounting on window trim: 
0” of additional mounting height are required but 
2” of mounting surface will be needed on the trim itself.

*Please note: If you select 
Shade Operation Front and are 
mounting on drywall above the 
window, your window trim’s depth 
should be less than 2 1/2 inches. 
If the depth is greater than 2 
1/2 inches, we suggest selecting 
Shade Operation Back instead.

2. Rounding up to the nearest 1/8 
of an inch, measure the outside 
edges of the window frame length 
in 3 places.

To ensure your window will be fully 
covered once mounted on the wall, 
we recommend adding 5 inches 
to the total height of your shade. 
After accounting for your desired 
additional mounting height, record 
the total measurements.



How to Measure for 
Drapery & Hardware

1. Measure window’s horizontal 
width from outside edge to 
outside edge in 3 places: top, 
middle & bottom.

3. Measure your windows vertical 
length from outside top edge to the 
floor in 3 places: left, center 
& right.

2. Stack is the additional width added to your drapery 
& hardware beyond your window width, keeping your 
drapery panels from covering your window when 
opened as well as making your window appear larger. 
We recommend selecting a minimum of 8” of stack 
width per side if you have the space to do so.

4. Measure your additional Mounting Height above the 
window. Everhem hardware requires a minimum height 
of 3 1/2 inches above your window trim to be properly 
mounted; however, we recommend selecting 7” above 
the top of the window frame if you have the space to 
do so.


