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Field attachable
Braided hose - 1R series

Use with hose:

H180 

SAE 37° (JIC) male flare Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				     
number	 assy	 socket	 size	 size	 A		  D		  EØ		

					     mm	 in	 mm	 in	 mm	 in	
1RA4MJ4	 4203-4-4S	 1RA4	 7/16-20	 -04	 59.4	 2.34	 33.0	 1.30	 4.3	 0.17
1RA6MJ6	 4203-6-6S	 1RA6	 9/16-18	 -06	 67.8	 2.67	 39.1	 1.54	 7.9	 0.31
1RA8MJ8	 4203-8-8S	 1RA8	 3/4-16	 -08	 75.4	 2.97	 38.1	 1.50	 9.9	 0.39
1RA12MJ12	 4203-12S	 1RA12	 1 1/16 -12	 -12	 93.0	 3.66	 52.3	 2.06	 15.5	 0.61
1RA16MJ16	 4203-16S	 1RA16	 1 5/16 -12	 -16	 107.4	 4.23	 53.3	 2.10	 20.8	 0.82

SAE 37° (JIC) swivel Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				     
number	 assy	 socket	 size	 size	 A		  D		  EØ		

					     mm	 in	 mm	 in	 mm	 in	
1RA4FJ4	 4103-4-4-4S	 1RA4	 7/16-20	 -04	 63.5	 2.50	 37.1	 1.46	 4.3	 0.17
1RA6FJ6	 4103-4-6-6S	 1RA6	 9/16-18	 -06	 73.9	 2.91	 45.2	 1.78	 7.9	 0.31
1RA8FJ8	 4103-4-8-8S	 1RA8	 3/4-16	 -08	 80.8	 3.18	 43.8	 1.70	 9.9	 0.39
1RA12FJ12	 4103-4-12S	 1RA12	 1 1/16 -12	 -12	 96.5	 3.80	 55.9	 2.20	 15.5	 0.61
1RA16FJ16	 4103-4-16S	 1RA16	 1 5/16 -12	 -16	 110.0	 4.33	 56.1	 2.21	 20.8	 0.82

Male pipe Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				     
number	 assy	 socket	 size	 size	 A		  D		  EØ		

					     mm	 in	 mm	 in	 mm	 in	
1RA2MP4	 4202-2-4S	 1RA4	 1/8-27	 -04	 55.1	 2.17	 28.7	 1.13	 4.3	 0.17
1RA4MP4	 4202-4-4S	 1RA4	 1/4-18	 -04	 59.9	 2.36	 33.5	 1.32	 4.3	 0.17
1RA4MP6	 4202-4-6S	 1RA6	 1/4-18	 -06	 68.1	 2.68	 39.4	 1.55	 7.6	 0.30
1RA6MP6	 4202-6-6S	 1RA6	 3/8-18	 -06	 68.1	 2.68	 39.4	 1.55	 7.9	 0.31
1RA6MP8	 4202-6-8S	 1RA8	 3/8-18	 -08	 71.6	 2.82	 34.3	 1.35	 9.9	 0.39
1RA8MP8	 4202-8-8S	 1RA8	 1/2-14	 -08	 78.0	 3.07	 40.6	 1.60	 9.9	 0.39
1RA12MP12	 4202-12-12S	 1RA12	 3/4-14	 -12	 90.2	 3.55	 49.5	 1.95	 15.5	 0.61
1RA16MP16	 4202-16-16S	 1RA16	 1-11 1/2	 -16	 108.0	 4.25	 54.1	 2.13	 20.8	 0.82
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1R series
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Field attachable

SAE 37° (JIC) swivel  
90° elbow (long)

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
1RA4FJC4	 185263-4S	 1RA4	 7/16-20	 -04	 57.4	 2.26	 31.0	 1.22	 4.3	 0.17	 45.7	 1.80
1RA6FJC6	 185263-6S	 1RA6	 9/16-18	 -06	 67.3	 2.65	 38.6	 1.52	 7.9	 0.31	 55.4	 2.18
1RA8FJC8	 185263-8S	 1RA8	 3/4-16	 -08	 79.2	 3.13	 42.2	 1.66	 9.9	 0.39	 61.7	 2.43
1RA12FJC12	 185263-12S	 1RA12	 1 1/16 -12	 -12	 102.9	 4.05	 62.2	 2.45	 15.5	 0.61	 94.7	 3.73
1RA16FJC16	 185263-16S	 1RA16	 1 5/16 -12	 -16	 119.1	 4.69	 65.0	 2.56	 20.8	 0.82	 116.3	 4.58

SAE 37° (JIC) swivel  
90° elbow (short)

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
1RA4FJB4	 185264-4S	 1RA4	 7/16-20	 -04	 57.4	 2.26	 31.0	 1.22	 4.3	 0.17	 17.3	 0.68
1RA6FJB6	 185264-6S	 1RA6	 9/16-18	 -06	 67.3	 2.65	 38.6	 1.52	 7.9	 0.31	 21.6	 0.85
1RA8FJB8	 185264-8S	 1RA8	 3/4-16	 -08	 76.2	 3.00	 39.1	 1.54	 9.9	 0.39	 27.7	 1.09
1RA12FJB12	 185264-12S	 1RA12	 1 1/16 -12	 -12	 102.9	 4.05	 62.2	 2.45	 15.5	 0.61	 46.2	 1.82
1RA16FJB16	 185264-16S	 1RA16	 1 5/16 -12	 -16	 119.1	 4.69	 65.0	 2.56	 20.8	 0.82	 60.7	 2.39

SAE 37° (JIC) swivel  
45° elbow	

Braided hose - 1R series

Use with hose:

H180 

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
1RA4FJA4	 185287-4S	 1RA4	 7/16-20	 -04	 60.2	 2.37	 33.8	 1.33	 4.3	 0.17	 8.4	 0.33
1RA6FJA6	 185287-6S	 1RA6	 9/16-18	 -06	 69.9	 2.75	 41.1	 1.62	 7.9	 0.31	 9.9	 0.39
1RA8FJA8	 185287-8S	 1RA8	 3/4-16	 -08	 82.3	 3.24	 45.0	 1.77	 9.9	 0.39	 14.0	 0.55
1RA12FJA12	 185287-12S	 1RA12	 1 1/16 -12	 -12	 103.9	 4.09	 63.2	 2.49	 15.5	 0.61	 19.8	 0.78
1RA16FJA16	 185287-16S	 1RA16	 1 5/16 -12	 -16	 124.0	 4.88	 69.9	 2.75	 20.8	 0.82	 27.2	 1.07
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Field attachable

A

E

H

D

A

E

H

D

ORS swivel  
90° elbow long drop

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
1RA4FRC4	 FJ8735-0404S 	 1RA4	 9/16-18	 -04	 58.9	 2.32	 32.5	 1.28	 4.3	 0.17	 45.7	 1.80
1RA6FRC6	 FJ8735-0606S	 1RA6	 11/16-16	 -06	 70.4	 2.77	 41.7	 1.64	 6.6	 0.26	 54.1	 2.13
1RA8FRC8	 FJ8735-0808S	 1RA8	 13/16-16	 -08	 79.5	 3.13	 42.2	 1.66	 9.7	 0.38	 63.8	 2.51
1RA12FRC12	 FJ8735-1212S	 1RA12	 1 3/16 -12	 -12	 102.9	 4.05	 62.2	 2.45	 15.5	 0.61	 96.0	 3.78
1RA16FRC16 	 FJ8735-1616S	 1RA16	 1 7/16 -12 	 -16  	 119.1	 4.69	 65.3	 2.57	 20.6	 0.81	 114.3	 4.50

ORS swivel  
90° elbow

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
1RA4FRB4	 FJ8734-0404S	 1RA4	 9/16-18	 -04	 58.9	 2.32	 32.5	 1.28	 4.3	 0.17	 20.8	 0.82
1RA6FRB6	 FJ8734-0606S	 1RA6	 11/16-16	 -06	 67.3	 2.65	 38.6	 1.52	 6.6	 0.26	 22.9	 0.90
1RA8FRB8	 FJ8734-0808S	 1RA8	 13/16-16	 -08	 76.5	 3.01	 39.1	 1.54	 9.7	 0.38	 29.2	 1.15
1RA12FRB12	 FJ8734-1212S	 1RA12	 1 3/16 -12	 -12	 102.9	 4.05	 62.2	 2.45	 15.5	 0.61	 47.8	 1.88
1RA16FRB16	 FJ8734-1616S	 1RA16	 1 7/16 -12	 -16	 119.1	 4.69	 65.3	 2.57	 20.6	 0.81	 56.1	 2.21

ORS swivel  
45° elbow

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
1RA4FRA4	 FJ8733-0404S	 1RA4	 9/16-18	 -04	 63.0	 2.48	 40.1	 1.58	 4.3	 0.17	 10.4	 0.41
1RA6FRA6	 FJ8733-0606S	 1RA6	 11/16-16	 -06	 70.9	 2.79	 46.2	 1.82	 6.6	 0.26	 10.9	 0.43
1RA8FRA8	 FJ8733-0808S	 1RA8	 13/16-16	 -08	 83.3	 3.28	 48.5	 1.91	 9.7	 0.38	 15.0	 0.59
1RA12FRA12	 FJ8733-1212S	 1RA12	 1 3/16 -12	 -12	 105.4	 4.15	 60.9 	 2.40	 15.5	 0.61	 21.1	 0.83
1RA16FRA16	 FJ8733-1616S	 1RA16	 1 7/16 -12	 -16	 120.9	 4.76	 63.8	 2.51	 20.6	 0.81	 23.9	 0.94

ORS swivel Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				     
number	 assy	 socket	 size	 size	 A		  D		  EØ		

					     mm	 in	 mm	 in	 mm	 in	
1RA4FR4	 FJ8732-0404S	 1RA4	 9/16-18	 -04	 66.5	 2.62	 40.1	 1.58	 4.1	 0.16
1RA6FR6	 FJ8732-0606S	 1RA6	 11/16-16	 -06	 74.9	 2.95	 46.2	 1.82	 6.6	 0.26
1RA8FR8	 FJ8732-0808S	 1RA8	 13/16-16	 -08	 85.9	 3.38	 48.5	 1.91	 9.1	 0.36
1RA12FR12	 FJ8732-1212S	 1RA12	 1 3/16 -12	 -12	 101.6	 4.00	 60.9	 2.40	 14.0	 0.55
1RA16FR16	 FJ8732-1616S	 1RA16	 1 7/16 -12	 -16	 117.9	 4.64	 63.8	 2.51	 19.8	 0.78

Braided hose - 1R series

Use with hose:

H180 
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Field attachable

SAE 37° (JIC) male flare Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				     
number	 assy	 socket	 size	 size	 A		  D		  EØ		

					     mm	 in	 mm	 in	 mm	 in	
2RA4MJ4	 4203-4-4S	 2RA4	 7/16-20	 -04	 63.2	 2.49	 33.5	 1.32	 4.3	 0.17
2RA6MJ6	 4203-6-6S	 2RA6	 9/16-18	 -06	 69.9	 2.75	 35.8	 1.41	 7.9	 0.31
2RA8MJ8	 4203-8-8S	 2RA8	 3/4-16	 -08	 75.9	 2.99	 37.6	 1.48	 9.9	 0.39
2RA12MJ12	 4203-12S	 2RA12	 1 1/16 -12	 -12	 94.5	 3.72	 47.0	 1.85	 15.5	 0.61
2RA16MJ16	 4203-16S	 2RA16	 1 5/16 -12	 -16	 111.3	 4.38	 59.2	 2.33	 20.8	 0.82

SAE 37° (JIC) swivel Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				     
number	 assy	 socket	 size	 size	 A		  D		  EØ		

					     mm	 in	 mm	 in	 mm	 in	
2RA4FJ4	 4103-4-4-4S	 2RA4	 7/16-20	 -04	 67.1	 2.64	 37.3	 1.47	 4.3	 0.17
2RA6FJ6	 4103-4-6-6S	 2RA6	 9/16-18	 -06	 75.7	 2.98	 41.7	 1.64	 7.9	 0.31
2RA8FJ8	 4103-4-8-8S	 2RA8	 3/4-16	 -08	 81.3	 3.20	 42.7	 1.68	 9.9	 0.39
2RA12FJ12	 4103-4-12S	 2RA12	 1 1/16 -12	 -12	 98.0	 3.86	 50.5	 1.99	 15.5	 0.61
2RA16FJ16	 4103-4-16S	 2RA16	 1 5/16 -12	 -16	 113.8	 4.48	 61.7	 2.43	 20.8	 0.82

Male pipe Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				     
number	 assy	 socket	 size	 size	 A		  D		  EØ		

					     mm	 in	 mm	 in	 mm	 in	
2RA4MP4	 4202-4-4S	 2RA4	 1/4-18	 -04	 63.5	 2.50	 33.8	 1.33	 4.3	 0.17
2RA6MP6	 4202-6-6S	 2RA6	 3/8-18	 -06	 69.9	 2.75	 35.8	 1.41	 7.9	 0.31
2RA6MP8	 4202-6-8S	 2RA8	 3/8-18	 -08	 72.1	 2.84	 33.3	 1.31	 9.9	 0.39
2RA8MP8	 4202-8-8S	 2RA8	 1/2-14	 -08	 74.5	 3.09	 40.1	 1.58	 9.9	 0.39
2RA12MP12	 4202-12-12S	 2RA12	 3/4-14	 -12	 91.7	 3.61	 44.2	 1.74	 15.5	 0.61
2RA12MP16	 4202-16-16S	 2RA16	 1-11 1/2	 -16	 111.8	 4.40	 59.7	 2.35	 20.8	 0.82

Spiral hose - 2R series

Use with hose:

H280  
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Spiral hose -  
2R series
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Field attachable
Spiral hose - 2R series

Use with hose:

H280  

SAE 37° (JIC) swivel  
90° elbow (long)

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
2RA4FJC4	 185263-4S	 2RA4	 7/16-20	 -04	 60.9	 2.40	 31.2	 1.23	 4.3	 0.17	 45.7	 1.80
2RA6FJC6	 185263-6S	 2RA6	 9/16-18	 -06	 69.1	 2.72	 35.1	 1.38	 7.9	 0.31	 55.4	 2.18
2RA8FJC8	 185263-8S	 2RA8	 3/4-16	 -08	 76.7	 3.02	 38.6	 1.52	 9.9	 0.39	 61.7	 2.43
2RA12FJC12	 185263-12S	 2RA12	 1 1/16 -12	 -12	 104.4	 4.11	 56.9	 2.24	 15.5	 0.61	 94.7	 3.73
2RA16FJC16	 185263-16S	 2RA16	 1 5/16 -12	 -16	 122.9	 4.84	 70.9	 2.79	 20.8	 0.82	 116.3	 4.58

SAE 37° (JIC) swivel  
90° elbow (short)

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
2RA4FJB4	 185264-4S	 2RA4	 7/16-20	 -04	 60.9	 2.40	 31.2	 1.23	 4.3	 0.17	 17.3	 0.68
2RA6FJB6	 185264-6S	 2RA6	 9/16-18	 -06	 69.1	 2.72	 35.1	 1.38	 7.9	 0.31	 21.6	 0.85
2RA8FJB8	 185264-8S	 2RA8	 3/4-16	 -08	 76.7	 3.02	 38.6	 1.52	 9.9	 0.39	 27.7	 1.09
2RA12FJB12	 185264-12S	 2RA12	 1 1/16 -12	 -12	 104.4	 4.11	 56.9	 2.24	 15.5	 0.61	 46.2	 1.82
2RA16FJB16	 185264-16S	 2RA16	 1 5/16 -12	 -16	 122.9	 4.84	 70.9	 2.79	 20.8	 0.82	 60.7	 2.39

SAE 37° (JIC) swivel  
45° elbow

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
2RA4FJA4	 185287-4S	 2RA4	 7/16-20	 -04	 63.8	 2.51	 34.0	 1.34	 4.3	 0.17	 8.4	 0.33
2RA6FJA6	 185287-6S	 2RA6	 9/16-18	 -06	 71.6	 2.82	 37.6	 1.48	 7.9	 0.31	 9.9	 0.39
2RA8FJA8	 185287-8S	 2RA8	 3/4-16	 -08	 82.8	 3.26	 44.5	 1.75	 9.9	 0.39	 14.0	 0.55
2RA12FJA12	 185287-12S	 2RA12	 1 1/16 -12	 -12	 105.4	 4.15	 57.9	 2.28	 15.5	 0.61	 19.8	 0.78
2RA16FJA16	 185287-16S	 2RA16	 1 5/16 -12	 -16	 127.8	 5.03	 75.7	 2.98	 20.8	 0.82	 27.2	 1.07
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Field attachable

ORS swivel  
90° elbow long drop

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
2RA4FRC4	 FJ8735-0404S	 2RA4	 9/16-18	 -04	 62.7	 2.47	 33.0	 1.30	 4.3	 0.17	 45.7	 1.80
2RA6FRC6	 FJ8735-0606S	 2RA6	 11/16-16	 -06	 69.1	 2.72	 35.1	 1.38	 6.6	 0.26	 54.1	 2.13
2RA8FRC8	 FJ8735-0808S	 2RA8	 13/16-16	 -08	 77.0	 3.03	 38.6	 1.52	 9.7	 0.38	 63.8	 2.51
2RA12FRC12	 FJ8735-1212S	 2RA12	 1 3/16 -12	 -12	 104.4	 4.11	 56.9	 2.24	 15.5	 0.61	 96.0	 3.78
2RA16FRC16	 FJ8735-1616S	 2RA16	 1 7/16 -12	 -16	 122.9	 4.84	 70.9	 2.79	 20.6	 0.81	 114.3	 4.50

ORS swivel  
90° elbow

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
2RA4FRB4	 FJ8734-0404S	 2RA4	 9/16-18	 -04	 62.7	 2.47	 33.0	 1.30	 4.3	 0.17	 20.8	 0.82
2RA6FRB6	 FJ8734-0606S	 2RA6	 11/16-16	 -06	 69.1	 2.72	 35.1	 1.38	 6.6	 0.26	 22.9	 0.90
2RA8FRB8	 FJ8734-0808S	 2RA8	 13/16-16	 -08	 77.0	 3.03	 38.6	 1.52	 9.7	 0.38	 29.2	 1.15
2RA12FRB12	 FJ8734-1212S	 2RA12	 1 3/16 -12	 -12	 104.4	 4.11	 56.9	 2.24	 15.5	 0.61	 47.8	 1.88
2RA16FRB16	 FJ8734-1616S	 2RA16	 1 7/16 -12	 -16	 122.9	 4.84	 70.9	 2.79	 20.6	 0.81	 56.1	 2.21

ORS swivel  
45° elbow

Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				    Dim 
number	 assy	 socket	 size	 size	 A		  D		  EØ		  H

					     mm	 in	 mm	 in	 mm	 in	 mm	 in
2RA4FRA4	 FJ8733-0404S	 2RA4	 9/16-18	 -04	 66.5	 2.62	 36.8	 1.45	 4.3	 0.17	 10.4	 0.41
2RA6FRA6	 FJ8733-0606S	 2RA6	 11/16-16	 -06	 72.9	 2.87	 38.9	 1.53	 6.6	 0.26	 10.9	 0.43
2RA8FRA8	 FJ8733-0808S	 2RA8	 13/16-16	 -08	 83.8	 3.30	 45.5	 1.79	 9.7	 0.38	 15.0	 0.59
2RA12FRA12	 FJ8733-1212S	 2RA12	 1 3/16 -12	 -12	 106.9	 4.21	 59.4	 2.34	 15.5	 0.61	 21.1	 0.83
2RA16FRA16	 FJ8733-1616S	 2RA16	 1 7/16 -12	 -16	 124.7	 4.91	 72.6	 2.86	 20.6	 0.81	 23.9	 0.94

ORS swivel Assy	 Nipple/	 New				     
part	 nipple	 reusable	 Thread	 Hose	 Dim		  Dim				     
number	 assy	 socket	 size	 size	 A		  D		  EØ		

					     mm	 in	 mm	 in	 mm	 in	
2RA4FR4	 FJ8732-0404S	 2RA4	 9/16-18	 -04	 70.1	 2.76	 40.3	 1.59	 4.1	 0.16
2RA6FR6	 FJ8732-0606S	 2RA6	 11/16-16	 -06	 77.0	 3.03	 42.9	 1.69	 6.6	 0.26
2RA8FR8	 FJ8732-0808S	 2RA8	 13/16-16	 -08	 86.4	 3.40	 48.0	 1.89	 9.1	 0.36
2RA12FR12	 FJ8732-1212S	 2RA12	 1 3/16 -12	 -12	 103.1	 4.06	 59.9	 2.36	 14.0	 0.55
2RA16FR16	 FJ8732-1616S	 2RA16	 1 7/16 -12	 -16	 121.7	 4.79	 69.6	 2.74	 19.8	 0.78

Spiral hose - 2R series

Use with hose:

H280  

A

E

D

A

H

D

E

A

E

H

D

A

E

H

D
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Field attachable

Ordering information: Order 
individually by catalog number.

 �
Refer to important safety information 
on pages A-2.

Application: Low pressure air, 
lube and oil lines.

Compatible hose:  H009

Pressure: Determined 
by maximum working 
pressure for hose size. See 
pages A-24-25 for working 
pressure ratings for hose end 
configurations.

Material: CA360 brass

Advantages: Reusable and 
easy to assemble. An excellent 
fitting where low pressure 
applications exist and a clamp 
may get in the way. Good 
selection of configurations at a 
reasonable cost.

Assembly instructions:

1.	 Lubricate* insert threads 
	 and I.D. of hose.

2.	 Push hose into socket 
	 until it bottoms.

3.	� Screw insert into socket 		
until insert hex touches 		
socket. When assembling 	
swivel ends, leave 1/32" 		
clearance between swivel 	
nut and socket.

* Eaton Assembly Lubricant 
	 222070-8 - 1 gallon plastic jug 
	 222070 - 1 pint plastic squeeze bottle

Label set: FS-400

Note: 
Refer to current price list for availability 
of cataloged items. Configurations and 
dimensions subject to change without 
notice.

JIC 37° female swivel 
(Exceptions noted)

To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of 
assembly.
�Swivel nuts are universal –  
both SAE 37° and 45° connections.

Male pipe rigid 					     Hose 
Hose	 Pipe	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 E	 F

1/4 	 1/8 	 00904B-102 	 1/8–27 	 1.20 	 .75 	 .172 	 5/8 	 7/16
1/4 	 1/4 	 00904B-104 	 1/4–18 	 1.39 	 .94 	 .172 	 5/8 	 9/16

					     Hose			    
Hose	 Pipe	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex	  
I.D.	 size	 number	 size	 A	 factor	 dia.	 E	 F	

1/4 	 1/4 	 00904B-604 	 7/16–20 	 1.31 	 .81 	 .172 	 5/8 	 9/16	

A

FEE

A

F

FE

A

E

A

F

009 'B' series

009 'B' series

WARNING: California 
Proposition 65, see page A-2.
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Field attachable

 WARNING 

Hose can be cut or damaged if over-
tightened.

Ordering information: Order 
individually by catalog number. 

 �
Refer to important safety information 
on pages A-2.

Application: Low pressure 
air, fuel and oil applications. 
Generally used for automotive, 
light truck, and small engine 
fuel lines.

Compatible hose: H057,  
H0105*, H0106*.
*�H0105, H0106 and H115 for  

air applications only.

Pressure: Determined 
by maximum working 
pressure for hose size. See 
pages A-24-25 for working 
pressure ratings for hose end 
configurations.  

Material: CA360 brass

Advantages: Easy to 
assemble — just push the 
fitting into the hose and 
clamp. Good selection of 
configurations at reasonable 
cost.
 
Assembly instructions:

1.	 Slide clamp over hose.

2.	 Insert barbed end of  
	 fitting into hose.

3.	� Locate band clamp in the 
middle of 057 'B' Series 		
inserts and tighten.

4.	 Position wire clamp behind 	
	 bump on 057 'B' Series 		
	 insert with H057 hose only.
Note: 
Refer to current price list for availability 
of cataloged items. Configurations and 
dimensions subject to change without 
notice.

Male pipe rigid

Inverted male connector

SAE 45° flare connector

Male straight thread 
connector

Hose 	 Pipe	 Part 
I.D. 	 size 	 number 	  

3/16 	 1/8 	 05703B-102
1/4 	 1/8 	 05704B-102 
1/4 	 1/4 	 05704B-104 
5/16 	 1/8 	 05705B-102 
5/16 	 1/4 	 05705B-104 
3/8 	 1/8 	 05706B-102 
3/8 	 1/4 	 05706B-104 
3/8 	 3/8 	 05706B-106 
5/8 	 3/8 	 05710B-106 
5/8 	 1/2 	 05710B-108 
3/4 	 1/2 	 05712B-108 

Hose 	 Tube	 Part 
I.D. 	 size 	 number 	  

5/16 	 1/4 	 05705B-1598 
5/16 	 5/16 	 05705B-1560 
5/16 	 3/8 	 05705B-1561 
3/8 	 5/16 	 05706B-1568 
3/8 	 3/8 	 05706B-1570

Hose 	 Thread	 Part 
I.D. 	 size 	 number 	  

3/8 	 9/16–24 	 05706B-1412 
3/8 	 7/8–20 	 05706B-1413 
3/8 	 5/8–20 	 05706B-1569 
(Gasket included.)

Hose 	 Tube	 Part 
I.D. 	 size 	 number 	  

3/8 	 5/16 	 05706B-305

057 'B' series

057 'B' series

WARNING: California 
Proposition 65, see page A-2.
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Field attachable

Male pipe rigid  
90° elbow

Inverted male swivel  
90° elbow

Inverted male tee swivel

Wire hose clamp 
(For H057 hose only)

Hose 	 Pipe	 Part 
I.D. 	 size 	 number 	  

1/4 	 1/8 	 05704B-C02 
5/16 	 1/8 	 05705B-C02 
5/16 	 1/4 	 05705B-C04 
3/8 	 1/8 	 05706B-C02 
3/8 	 1/4 	 05706B-C04 
3/8 	 3/8 	 05706B-C06 
5/8 	 3/8 	 05710B-C06

Hose 	 Tube	 Part 
I.D. 	 size 	 number  

3/8 	 5/16 	 05706B-1414# 
3/8 	 3/8 	 05706B-1415# 
# Chrome plated.

Hose 	 Part 
I.D. 	 number 	  

3/16, 1/4 	 1538 	  
5/16 	 1539 	  
3/8 	 1540

Hose 	 Tube	 Part 
I.D. 	 size 	 number 

1/4 	 1/4 	 05704B-B64 
1/4 	 5/16 	 05704B-B65 
5/16 	 5/16 	 05705B-B65 
3/8 	 5/16 	 05706B-B65 
3/8 	 3/8 	 05706B-B66 
3/8 	 5/16 	 05706B-1416# 
3/8 	 3/8 	 05706B-1417# 
# Chrome plated.	  

Note: Zinc-Plated carbon steel spring wire

057 'B' series

WARNING: California Proposition 65, see page A-2.
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Field attachableTo determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.

Male pipe rigid

SAE 45° flare  
male rigid

A

E

A

E

 CAUTION 
Sealing integrity may be damaged 

by the use of clamps.

Ordering information: Order 
individually by part number.

 �
Refer to important safety 
information on pages A-2.

Application: Low pressure 
shop or service air lines. Often 
used for low pressure lube and 
oil lines.

Compatible hose: H100,  
H101, H201, H332, 35FH

Pressure: Determined 
by maximum working 
pressure for hose size.  See 
pages A-24-25 for working 
pressure ratings for hose end 
configurations.

Material: CA360 brass

Advantages: Easy to 
assemble – just push the  
fitting into the hose. No 
clamps needed! Low cost 
and a wide selection of 
configurations and sizes.

Assembly instructions:

1.	 Lubricate* insert.

2.	 Hold hose at angle as 		
	 shown and push on and 		
	 up over first barb.

3.	 Continue to push straight 	
	 on until hose is seated 		
	 under protective plastic 		
	 cap. (Keep hand back from 	
	 hose end area so that 		
	 hose can expand.) 

* Eaton Assembly Lubricant 
	 222070-8 - 1 gallon plastic jug 
	 222070 - 1 pint plastic squeeze bottle

Disassembly instructions:

1.	 Split hose as shown.  
	 Do not cut completely 		
	 through hose. Sealing 		
	 edge of barb could 		
	 be damaged.

2.	 Bend hose and remove 		
	 with quick pull.
 
Assembly equipment: See 
pages L-26 and L-60 for 
optional Assembly Tools.

Label set: FS-500

Note: 
Refer to current price list for availability 
of cataloged items. Configurations and 
dimensions subject to change without 
notice.

					     Hose 
Hose	 Pipe	 Part	 Thread		  cut-off	 Hole	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 E

1/4 	 1/8 	 10004B-102 	 1/8–27 	 1.29 	 .65 	 .172 	 7/16 
1/4 	 1/4 	 10004B-104 	 1/4–18 	 1.52 	 .88 	 .172 	 9/16  
5/16 	 1/8 	 10005B-102 	 1/8–27 	 1.36 	 .69 	 .234 	 1/2  
5/16 	 1/4 	 10005B-104 	 1/4–18 	 1.57 	 .87 	 .234 	 9/16  
3/8 	 1/8 	 10006B-102 	 1/8–27 	 1.46 	 .69 	 .297 	 1/2  
3/8 	 1/4 	 10006B-104 	 1/4–18 	 1.65 	 .88 	 .297 	 9/16  
3/8 	 3/8 	 10006B-106 	 3/8–18 	 1.65 	 .88 	 .297 	 11/16  
1/2 	 3/8 	 10008B-106 	 3/8–18 	 1.85 	 .94 	 .391 	 11/16  
1/2 	 1/2 	 10008B-108 	 1/2–14 	 2.10 	 1.19 	 .391 	 7/8  
5/8 	 1/2 	 10010B-108 	 1/2–14 	 2.60 	 1.19 	 .484 	 7/8  
3/4 	 3/4 	 10012B-112 	 3/4–14 	 2.66 	 1.25 	 .609 	 1-1/16
1	 1	 10016B-116	 1-11 1/2	 3.08	 1.45	 .85	 1-3/8

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 E

1/4 	 1/4 	 10004B-304 	 7/16–20 	 1.45 	 .81 	 .172 	 7/16  
1/4 	 5/16 	 10004B-305 	 1/2–20 	 1.54 	 .94 	 .172 	 1/2  
5/16 	 5/16 	 10005B-305 	 1/2–20 	 1.60 	 .94 	 .220 	 1/2  
3/8 	 3/8 	 10006B-306 	 5/8–18 	 1.73 	 1.00 	 .297 	 5/8

E

E

A

A

100 'B' series Barb-Tite

Note: Drawings may differ from actual parts.

100 'B' series 
Barb-Tite

WARNING: California 
Proposition 65, see page A-2.
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Field attachable

Inverted male swivel

Female inverted rigid

Female pipe swivel

JIC 37° female swivel 
(Refer to Footnotes)

A

F

A

F

A

FE

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.

F

A

F

A

E

A

F

						     Hose 
Hose	 Tube	 Part	 Thread			  cut-off	 Hole	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 F

1/4 	 3/16 	 10004B-B03 	 3/8–24 	 1.39 	 1.13 	 .109 	 3/8  
1/4 	 1/4 	 10004B-B04 	 7/16–24 	 1.42 	 1.13 	 .172 	 7/16  
1/4 	 5/16 	 10004B-B05 	 1/2–20 	 1.52 	 1.19 	 .188 	 1/2  
5/16 	 1/4 	 10005B-B04 	 7/16–24 	 1.81 	 1.11 	 .184 	 7/16  
5/16 	 5/16 	 10005B-B05 	 1/2–20 	 1.60 	 .80 	 .234 	 1/2  
5/16 	 3/8 	 10005B-B06 	 5/8–18 	 1.60 	 1.19 	 .234 	 5/8  
3/8 	 5/16 	 10006B-B05 	 1/2–20 	 1.64 	 1.19 	 .234 	 1/2  
3/8 	 3/8 	 10006B-B06 	 5/8–18 	 1.70 	 .97 	 .297 	 5/8  
1/2 	 1/2 	 10008B-B08 	 3/4–18 	 2.24 	 1.25 	 .391 	 3/4

						     Hose 
Hose	 Tube	 Part	 Thread			  cut-off	 Hole	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 F

1/4 	 3/16 	 10004B-A03 	 3/8–24 	 1.12 	 .48 	 .172 	 1/2  
1/4 	 1/4 	 10004B-A04 	 7/16–24 	 1.14 	 .50 	 .172 	 9/16  
1/4 	 5/16 	 10004B-A05 	 1/2–20 	 1.18 	 .56 	 .172 	 5/8  
5/16 	 5/16 	 10005B-A05 	 1/2–20 	 1.25 	 .56 	 .220 	 5/8  
3/8 	 5/16 	 10006B-A05 	 1/2–20 	 1.32 	 .55 	 .297 	 5/8  
3/8 	 3/8 	 10006B-A06 	 5/18–18 	 1.35 	 .63 	 .297 	 3/4  
1/2 	 1/2 	 10008B-A08 	 3/4–18 	 1.73 	 .75 	 .391 	 7/8

						     Hose 
Hose	 Tube	 Part	 Thread			  cut-off	 Hole	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 F

1/4 	 1/4 	 10004B-604a 	 7/16–20 	 1.38 	 .74 	 .172 	 9/16 
1/4 	 5/16 	 10004B-605a 	 1/2–20 	 1.42 	 .81 	 .172 	 5/8  
5/16 	 5/16 	 10005B-605a 	 1/2–20 	 1.54 	 .83 	 .234 	 11/16  
3/8 	 5/16 	 10006B-605a 	 1/2–20 	 1.60 	 .88 	 .297 	 11/16  
3/8 	 3/8 	 10006B-606	  9/16–18 	 1.66 	 .88 	 .297 	 11/16 
1/2 	 1/2 	 10008B-608a 	 3/4–16 	 2.06 	 1.06 	 .391 	 7/8  
5/8 	 5/8 	 10010B-610a	 7/8–14 	 2.67 	 1.19 	 .484 	 1  
3/4 	 5/8 	 10012B-610a	 7/8–14 	 2.69 	 1.25 	 .511 	 1  
3/4 	 3/4 	 10012B-612	 1-1/16–12 	 2.69 	 1.19 	 .609 	 1-1/4  

a Swivel nuts are universal — both SAE 37° and 45° connections. 

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 E	 F

1/4 	 1/4 	 10004B-254 	 1/4–18 	 2.42 	 1.81 	 .172 	 3/4 	 5/8  
3/8 	 3/8 	 10006B-256 	 3/8–18 	 2.77 	 2.00 	 .297 	 7/8 	 11/16  
1/2 	 1/2 	 10008B-258 	 1/2–14 	 3.29 	 2.38 	 .391 	 1-1/8 	 7/8

100 'B' series Barb-Tite

Note: Drawings may differ from actual parts.

A

F

A

F

WARNING: California Proposition 65, see page A-2.
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Field attachable

SAE 45° flare  
female swivel

Straight tube rigid

Hose mender 

Male pipe rigid  
90° elbow

A

F

A

E

A

E

E

A

B

To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.

E

A

A

F

E

A

B

E

A

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 F

3/8 	 3/8 	 10006B-406	  5/8–18 	 1.73 	 .88 	 .297 	 3/4  
3/4 	 3/4 	 10012B-412	  1-1/16–14 	 2.66 	 1.25 	 .609 	 1-1/4

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 F

1/4 	 3/16 	 10004B-X03 	 .188 	 1.53 	 0.78 	 .172 	 13/32 
1/4 	 1/4 	 10004B-X04 	 .250 	 1.55 	 0.80 	 .172 	 13/32 
1/4 	 5/16 	 10004B-X05 	 .312 	 1.65 	 0.90 	 .172 	 13/32 
5/16 	 5/16 	 10005B-X05 	 .312 	 2.02 	 1.21 	 .228 	 7/16 
3/8 	 3/8 	 10006B-X06 	 .375 	 2.13 	 1.26 	 .297 	 1/2

						      Hose 
Hose	 Pipe	 Part	 Thread			   cut-off	 Hole	 Square 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 E

5/16 	 1/8 	 10005B-C02 	 1/8–27 	 1.11	 .94 	 .31 	 .228 	 1/2	 
5/16 	 1/4 	 10005B-C04 	 1/4–18 	 1.18 	 .94 	 .38 	 .228 	 9/16 
3/8 	 1/8 	 10006B-C02 	 1/8–27 	 1.17 	 .94 	 .38 	 .297 	 1/2	 
3/8 	 1/4 	 10006B-C04 	 1/4–18 	 1.24 	 .94 	 .38 	 .297 	 9/16

			   Hose 
Hose	 Part		  cut-off	 Hole	 Hex 
I.D.	 number	 A	 factor	 dia.	 E

1/4 	 10004B-Y04 	 1.86 	 .38	 .172 	 1/2 	  
5/16 	 10005B-Y05 	 2.04 	 .44 	 .234 	 9/16 	  
3/8 	 10006B-Y06 	 2.14 	 .44 	 .297 	 5/8 	  
1/2 	 10008B-Y08 	 2.46	 .50 	 .391 	 3/4
5/8	 10010B-Y10 	 3.61	 .53	 .48	 1-1/8
3/4 	 10012B-Y12 	 3.63	 .60	 .61	 1-1/4

100 'B' series Barb-Tite

Note: Drawings may differ from actual parts.

WARNING: California Proposition 65, see page A-2.
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Field attachable

Male pipe (PTF short)

A

E

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.

 WARNING

Hose can be damaged if  
over-tightened.

Ordering information: Order 
individually by part number.

 
 �
Refer to important safety 
information on pages A-2.

Application: Low pressure 
shop or service air lines.

Compatible hose:  
H0105 and H0106

Pressure: Determined by 
maximum working pressure for 
hose size. See pages A-24-25 
for working pressure ratings for 
hose end configurations.

Material: CA360 brass

Advantages: Easy to 
assemble—just push the 
fitting into the hose and clamp. 
Low cost and a good selection 
of sizes.

Note: 
Refer to current price list for availability 
of cataloged items. Configurations and 
dimensions subject to change without 
notice.

Assembly instructions:

1.	 Slide clamp over hose.

2.	 Insert barbed end of  
	 fitting into hose.

3.	 Locate clamp in middle 		
	 of insert and tighten. Use 
	 6203/6204 Series clamps 	
	 only. See page K-29.

Label set: FS-500

   

Female pipe (NPTF)

A

E

E

A

E

A

Hose	 Pipe	 Part		  Hex	 Number 
I.D.	 size	 number	 A	 F	 of barbs

1/8 	 1/8 	 10502B-102 	 1.00 	 7/16 	 4 	  
3/16 	 1/8 	 10503B-102 	 1.16 	 7/16 	 3 	  
3/16 	 1/4 	 10503B-104 	 1.43 	 9/16 	 3 	  
1/4 	 1/8 	 10504B-102 	 1.54 	 7/16 	 4 	  
1/4 	 1/4 	 10504B-104 	 1.61 	 9/16 	 4 	  
1/4 	 3/8 	 10504B-106 	 1.72 	 11/16 	 4 	  
5/16 	 1/8 	 10505B-102 	 1.60 	 7/16 	 4 	  
5/16 	 1/4 	 10505B-104 	 1.77 	 9/16 	 4 	  
3/8 	 1/8 	 10506B-102 	 1.53 	 7/16 	 4 	  
3/8 	 1/4 	 10506B-104 	 1.70 	 9/16 	 4 	  
3/8 	 3/8 	 10506B-106 	 1.72 	 11/16 	 4 	  
3/8 	 1/2 	 10506B-108 	 1.95 	 7/8 	 4 	  
1/2 	 1/4 	 10508B-104 	 1.71 	 9/16 	 4 	  
1/2 	 3/8 	 10508B-106 	 1.72 	 11/16 	 4 	  
1/2 	 1/2 	 10508B-108 	 1.94 	 7/8 	 4 	  
1/2 	 3/4 	 10508B-112 	 1.95 	 1-1/8 	 4 	  
5/8 	 3/8 	 10510B-106 	 1.72 	 3/4 	 4 	  
5/8 	 1/2 	 10510B-108 	 1.95 	 7/8 	 4 	  
5/8 	 3/4 	 10510B-112 	 1.91 	 1-1/8 	 4 	  
3/4 	 1/2 	 10512B-108 	 1.86 	 7/8 	 4 	  
3/4 	 3/4 	 10512B-112 	 1.92 	 1-1/8 	 4

Hose	 Pipe	 Part		  Hex	 Number 
I.D.	 size	 number	 A	 F	 of barbs

1/8 	 1/8 	 10502B-202 	 .97 	 9/16 	 4 	  
3/16 	 1/8 	 10503B-202 	 1.19 	 9/16 	 3 	  
1/4 	 1/8 	 10504B-202 	 1.47 	 9/16 	 4 	  
1/4 	 1/4 	 10504B-204 	 1.58 	 11/16 	 4 	  
5/16 	 1/8 	 10505B-202 	 1.47 	 9/16 	 4 	  
5/16 	 1/4 	 10505B-204 	 1.58 	 11/16 	 4 	  
3/8 	 1/8 	 10506B-202 	 1.47 	 9/16 	 4 	  
3/8 	 1/4 	 10506B-204 	 1.58 	 11/16 	 4 	  
3/8 	 3/8 	 10506B-206 	 1.64 	 13/16 	 4 	  
1/2 	 1/4 	 10508B-204 	 1.58 	 11/16 	 4 	  
1/2 	 3/8 	 10508B-206 	 1.64 	 13/16 	 4 	  
1/2 	 1/2 	 10508B-208 	 1.86 	 1 	 4

105 'B' series Barb-Tite

105 'B' series 
Barb-Tite

Note: Drawings may differ from actual parts.

WARNING: California 
Proposition 65, see page A-2.
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Field attachable

Male connector

Male connector with  
spring guard 

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.
 

Female connector

Ordering information: Order 
individually by part number. 
Complete air brake hose 
assemblies can be found 
in the Ready-Made Hose 
Assemblies section of this 
catalog. Refer to page K-16.

 �
Refer to important safety 
information on pages A-2.

Application:  
Air brake hose lines.

Compatible hose: EC038

Pressure: Determined 
by maximum working 
pressure for hose size. See 
pages A-24-25 for working 
pressure ratings for hose end 
configurations.

Material: CA360 brass

Advantages: Can be used 
for nearly any air brake line. 
Easy to assemble with a 
good selection of hose end 
configurations. Brass material 
offers excellent resistance 
against corrosion.

Assembly instructions:

1.	 Slide nut and sleeve onto 	
	 hose. Make sure bevel 		
	 edge of sleeve faces out 		
	 toward fitting.

2.	 Push hose into fitting until 	
	 it bottoms.

3.	 Screw nut until contact is 	
	 made with body hex.

Label set: FS-800

Note: 
Refer to current price list for availability 
of cataloged items. Configurations and 
dimensions subject to change without 
notice.

				    Hose	  
Hose	 Pipe	 Part	 Overall	 cut-off 
I.D.	 size	 number	 length	 factor

3/8 	 1/4 	 33806B-Y24 	 2.26 	 .69 	  
3/8 	 3/8 	 33806B-Y26 	 2.35 	 .81 	  
3/8 	 1/2 	 33806B-Y28 	 2.45 	 .94 	  
1/2 	 3/8 	 33808B-Y26 	 2.24 	 .75 	  
1/2 	 1/2 	 33808B-Y28 	 2.40 	 .94

				    Hose	  
Hose	 Pipe	 Part	 Overall	 cut-off 
I.D.	 size	 number	 length	 factor	

3/8 	 1/4 	 33806B-Y34 	 4.72 	 .75 	  
3/8 	 3/8 	 33806B-Y36 	 4.78 	 .81 	  
3/8 	 1/2 	 33806B-Y38 	 4.88 	 .94 	  
1/2 	 3/8 	 33808B-Y36 	 5.12 	 .75 	  
1/2 	 1/2 	 33808B-Y38 	 4.88 	 .94

	 ABS			   Hose	  
Hose	 thread	 Part	 Overall	 cut-off 
I.D.	 size	 number	 length	 factor	

3/8 	 3/4-20 	 33806B-Y76 	 2.40 	 .88 	  
1/2 	 7/8-20 	 33808B-Y78 	 2.37 	 .88 	  
(Steel nut)

338 'B' series

338 'B' series
(Parts are stamped with DOT)

WARNING: California 
Proposition 65, see page A-2.
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Field attachable

Hose mender 

Hose mender 
(Body only)

Female connector  
with adapter

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.
 

Adapter

Spring guard

			   ABS		  Hose	  
Hose	 Pipe	 Part	 thread	 Overall	 cut-off 
I.D.	 size	 number	 size	 length	 factor

3/8 	 1/4 	 33806B-Y84 	 3/4-20 	 3.33 	 1.81 	  
3/8 	 3/8 	 33806B-Y86 	 3/4-20 	 3.33 	 1.75 	  
1/2 	 3/8 	 33808B-Y86 	 7/8-20 	 3.30 	 1.75 	  
(Steel nut) 

Hose	 Part	 Overall 
I.D.	 number	 length

3/8 	 33806B-Y06 	 3.28 
1/2 	 33808B-Y08 	 3.25

Hose	 Part 	 Overall 
I.D.	 number	 length

3/8 	 33806-E 	 2.55

Hose	 Part 
I.D.	 number

3/8 	 33806-C
1/2 	 33808-C
(Steel nut)

ABS				    ABS	  
thread	 Pipe	 Part	 Overall	 thread 
size	 size	 number	 length	 size	 Hex

3/8 	 1/4 	 1390x6 	 1.18 	 3/4-20 	 3/4
3/8 	 3/8 	 1390x6x6 	 1.18 	 3/4-20 	 3/4
3/8 	 1/2 	 1390x6x8 	 1.37 	 3/4-20 	 7/8 
1/2 	 3/8 	 1390x8 	 1.18 	 7/8-20 	 7/8
1/2 	 1/2 	 1390x8x8 	 1.37 	 7/8-20	 7/8

Hex

338 'B' series

WARNING: California Proposition 65, see page A-2.
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Field attachable

Insert 
(Body only)

Sleeve

Nut

Nut For spring guard

Hose	 Part 
I.D.	 number

3/8 	 33806-A
1/2 	 33808-A

Hose	 Part 
I.D.	 number

3/8 	 33806-B 
1/2 	 33808-B

Hose	 Part 
I.D.	 number

3/8 	 33806-D
1/2 	 33808-D

Hose	 Pipe	 Part	 Hole 
I.D.	 size	 number	 dia.	

3/8 	 1/4 	 1391x6 	 .281 	  
3/8 	 3/8 	 1391x6x6 	 .281 	  
3/8 	 1/2 	 1391x6x8 	 .281 	  
1/2 	 3/8 	 1391x8 	 .390 	  
1/2 	 1/2 	 1391x8x8 	 .390

338 'B' series

WARNING: California Proposition 65, see page A-2.
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Field attachable

Male pipe rigid

E

A

D

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.
 

Ordering information: Order 
individually by part number. 
For mandrel, see page L-25.

 �
Refer to important safety 
information on pages A-2.

Application: Medium pressure 
and high temperature hose 
lines for a variety of applications 
including truck, industrial, 
and small engine where 
temperature may be a problem.

Compatible hose: H069, 
H166, H169, H229, H366.

Pressure: Determined by 
hose burst pressure. See 
pages A-24-25 for working 
pressure ratings for hose end 
configurations.

Material: AISI/SAE 12L14 
carbon steel

Plating: Zinc; clear trivalent 
chromate

Advantages: Very popular in 
heavy-duty truck markets. Can 
be used with a variety of hoses 
allowing for a diverse number 
of applications.

Assembly instructions:

1.	 Lubricate* mandrel, insert 	
	 threads and I.D. of hose.

2.	� Screw hose into socket 		
(left-hand thread) until 		
hose bottoms. Back out 		
1/4 turn.

3.	� Place insert on mandrel. 		
Screw insert into socket. 	
When assembling swivel 	
ends, leave 1/32"  
clearance between swivel 
nut and socket.

* Eaton Assembly Lubricant 
	 222070-8 - 1 gallon plastic jug 
	 222070 - 1 pint plastic squeeze bottle

Label set: FS-600
Note: 
Refer to current price list for availability 
of cataloged items. Configurations and 
dimensions subject to change without 
notice.

E

A

D

					     Hose	  
Hose	 Pipe	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

3/16 	 1/8 	 06904D-102 	 1/8–27 	 1.72 	 1.00 	 .17 	 5/8 	 7/16  
3/16 	 1/4 	 06904D-104 	 1/4–18 	 1.90 	 1.19 	 .17 	 5/8 	 9/16  
1/4 	 1/4 	 06905D-104 	 1/4–18 	 1.96 	 1.18 	 .25 	 11/16 	 9/16  
5/16 	 1/4 	 06906D-104 	 1/4–18 	 2.10 	 1.25 	 .30 	 13/16 	 5/8 
13/32 	 3/8 	 06908D-106 	 3/8–18 	 2.48 	 1.38 	 .39 	 15/16 	 11/16  
13/32 	 1/2 	 06908D-108 	 1/2–14 	 2.73 	 1.58 	 .39 	 15/16 	 7/8 	  
1/2 	 1/2 	 06910D-108 	 1/2–14 	 2.88 	 1.59 	 .48 	 1-1/8 	 7/8 	  
5/8 	 3/4 	 06912D-112 	 3/4–14 	 3.24 	 1.67 	 .61 	 1-1/4 	 1-1/16  
7/8 	 3/4 	 06916D-112 	 3/4–14 	 2.80 	 1.53 	 .72 	 1-7/16 	 1-1/8  
7/8 	 1 	 06916D-116 	 1–11-1/2 	 3.00 	 1.81 	 .81 	 1-7/16 	 1-3/8  
1-1/8 	 1-1/4 	 06920D-120 	 1-1/4–11-1/2 	 3.18 	 1.88 	 1.05 	 1-3/4 	 1-11/16 
1-3/8 	 1-1/2 	 06924D-124 	 1-1/2–11-1/2 	 3.48 	 2.03 	 1.28 	 1-15/16 	 2  
1-13/16 	 2 	 06932D-132 	 2–11-1/2 	 4.06 	 2.21 	 1.75 	 2-1/2 	 2-1/2 
2-3/8 	 2-1/2 	 06940T-140* 	 2-1/2–8 	 5.03 	 3.13 	 2.20 	 3-1/8 	 3
* Brass construction

069 'D' series

069 'D' series 

WARNING: California Proposition 65, see page A-2.
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Field attachable

JIC 37° female swivel 
(Exceptions noted for 45° flare – 
refer to footnotes)

30° Flare female swivel 
(PTT Thread for diesel applications)

ED

A

SAE 45° female swivel

ED

A

To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.

E

A

D

E

A

D

ED

A

E

A

D

					     Hose	  
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

3/16 	 1/4 	 06904D-604a 	 7/16–20 	 1.74 	 1.06 	 .17 	 5/8 	 9/16  
1/4 	 5/16 	 06905D-605a 	 1/2–20 	 1.90 	 1.19 	 .24 	 11/16 	 5/8 	  
5/16 	 3/8 	 06906D-606	  9/16–18 	 2.05 	 1.15 	 .30 	 13/16 	 11/16  
13/32 	 1/2 	 06908D-608a 	 3/4–16 	 2.52 	 1.38 	 .39 	 15/16 	 7/8 	  
1/2 	 5/8 	 06910D-610a 	 7/8–14 	 2.79 	 1.56 	 .49 	 1-1/8 	 1 	  
5/8 	 3/4 	 06912D-612	 1-1/16–12 	 3.15 	 1.63 	 .61 	 1-1/4 	 1-1/4  
7/8 	 1 	 06916D-616	 1-5/16–12 	 2.81 	 1.63 	 .82 	 1-7/16 	 1-1/2  
1-1/8 	 1-1/4 	 06920D-620	 1-5/8–12 	 3.00 	 1.64 	 1.05 	 1-3/4 	 2 	  
1-3/8 	 1-1/2 	 06924D-624	 1-7/8–12 	 3.28 	 1.88 	 1.28 	 1-15/16 	 2-1/4  
1-13/16 	 2 	 06932D-632	 2-1/2–12 	 4.02 	 2.18 	 1.75 	 2-1/2 	 2-7/8  
2-3/8 	 2-1/2 	 06940T-640*	 3–12 	 4.16 	 2.25 	 2.22 	 3-1/8 	 3-3/8  
*Brass construction.
a �Swivel nuts are universal – both SAE 37° and 45° connections.

					     Hose	  
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

5/16 	 3/8 	 06906D-406	  5/8–18 	 2.05 	 1.19 	 .29 	 13/16 	 3/4  
5/8 	 3/4 	 06912D-412	  1-1/16–14 	 3.02 	 1.44 	 .61 	 1-1/4 	 1-1/4

					     Hose	  
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

7/8	 1	 06916D-X26 	 1-5/16–14 	 2.60 	 1.33 	 .81 	 1-7/16 	 1-1/2
(See page J-128 for PTT thread adapter.)

069 'D' series

WARNING: California Proposition 65, see page A-2.
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Field attachable

Male pipe rigid

Inverted male 
swivel straight

E

A

D

F

A

D

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.
 

Ordering information: Order 
individually by part number.

 � Refer to important safety 
information on pages A-2.

Application: Medium 
pressure and high temperature 
hose lines for a variety of 
applications including truck, 
industrial, and small engines 
where high temperatures 
exist.

Compatible hose: H213

Pressure: Determined by 
maximum working pressure 
for hose size and hose end 
configuration whichever is 
lesser. See pages A-24-25 for 
working pressure ratings for 
hose end configurations.

Material: AISI/SAE 12L14 
carbon steel

Plating: Zinc; clear trivalent 
chromate

Advantages: Very popular 
in heavy-duty truck markets. 
Good selection of Fittings. 
Non-mandrel assembly.

Assembly instructions:

1.	� Lubricate* insert threads 	
and I.D. of hose.

2.	� Screw hose into socket 		
(left-hand thread) until 		
hose bottoms. Back out 		
1/4 turn.

3.	� Screw insert into socket 
until insert touches socket.

* Eaton Assembly Lubricant 
	 222070-8 - 1 gallon plastic jug 
	 222070 - 1 pint plastic squeeze bottle
 
Note: 
Refer to current price list for availability 
of cataloged items. Configurations and 
dimensions subject to change without 
notice.

					     Hose 
Hose	 Pipe	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 F

3/16 	 1/8 	 21304N-102 	 1/8–27 	 1.59 	 .94 	 .12 	 9/16 	 7/16  
3/16 	 1/4 	 21304N-104 	 1/4–18 	 1.78 	 1.13 	 .12 	 9/16 	 9/16  
1/4 	 1/4 	 21305N-104 	 1/4–18 	 1.80 	 1.06 	 .17 	 5/8 	 9/16  
5/16 	 3/8 	 21306N-106 	 3/8–18 	 1.96 	 1.19 	 .23 	 3/4 	 11/16  
13/32 	 1/2 	 21308N-108 	 1/2–14 	 2.36 	 1.44 	 .33 	 7/8 	 7/8  
1/2 	 1/2 	 21310N-108 	 1/2–14 	 2.45 	 1.44 	 .42 	 1 	 7/8  
5/8 	 3/4 	 21312N-112 	 3/4–14 	 2.56 	 1.50 	 .55 	 1-1/8 	 1-1/16  
7/8 	 1 	 21316N-116 	 1–11-1/2 	 2.71 	 1.69 	 .80 	 1-3/8 	 1-3/8

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 F

3/16 	 1/4 	 21304N-B04 	 7/16–24 	 2.43 	 1.69 	 .15 	 9/16 	 7/16  
1/4 	 5/16 	 21305N-B05 	 1/2–20 	 2.47 	 1.75 	 .21 	 5/8 	 1/2  
5/16 	 1/4 	 21306N-B04 	 7/16–24 	 2.50 	 1.63 	 .15 	 3/4 	 7/16  
5/16 	 5/16 	 21306N-B05 	 1/2–20 	 2.57 	 1.75 	 .21 	 3/4 	 1/2  
5/16 	 3/8 	 21306N-B06 	 5/8–18 	 2.74 	 1.88 	 .25 	 3/4 	 5/8  
13/32 	 1/2 	 21308N-B08 	 3/4–18 	 3.26 	 2.25 	 .33 	 7/8 	 3/4

A

A

D

D

E

F

213 'N' series

213 'N' series 
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Field attachable

30° Flare female swivel 
(PTT thread For diesel applications)

Inverted male swivel  
45° tube elbow

FD

A

A

F
D

B

SAE 45° female swivel 

FD

A

JIC 37° female swivel 
(Exceptions noted for 45° flare – 
refer to footnotes)

FD

A

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 F

3/16 	 1/4 	 21304N-604a 	 7/16–20 	 1.92 	 1.25 	 .15 	 9/16 	 9/16 	  
1/4 	 5/16 	 21305N-605a 	 1/2–20 	 2.01 	 1.25 	 .20 	 5/8 	 5/8 	  
5/16 	 3/8 	 21306N-606	 9/16–18 	 2.20 	 1.38 	 .26 	 3/4 	 11/16  
13/32 	 1/2 	 21308N-608a	 3/4–16 	 2.49 	 1.50 	 .36 	 7/8 	 7/8 	  
1/2 	 5/8 	 21310N-610a 	 7/8–14 	 2.69 	 1.63 	 .45 	 1 	 1 	  
5/8 	 3/4 	 21312N-612	 1-1/16–12 	 2.91 	 1.75 	 .57 	 1-1/8 	 1-1/4  
7/8 	 1 	 21316N-616	 1-5/16–12 	 2.95 	 1.88 	 .82 	 1-3/8 	 1-1/2
a �Swivel nuts are universal –  both SAE 37° and 45° connections.

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 F

5/16 	 3/8 	 21306N-406	  5/8–18 	 2.14 	 1.38 	 .26 	 3/4 	 3/4 	  
5/8 	 3/4 	 21312N-412	  1-1/16–14 	 2.85 	 1.75 	 .57 	 1-1/8 	 1-1/4

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 F

7/8	 1	 21316N-X26 	 1-5/16–14 	 2.78 	 1.69 	 .81 	 1-3/8 	 1-1/2  

(See page J-128 for PTT thread adapter.)

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

3/16 	 1/4 	 21304N-E44 	 7/16–24 	 2.91 	 .93 	 2.19 	 .15 	 9/16 	 7/16  
1/4 	 5/16 	 21305N-E45 	 1/2–20 	 3.30 	 1.14 	 2.63 	 .21 	 5/8 	 1/2  
5/16 	 1/4 	 21306N-E44 	 7/16–24 	 3.10 	 .93 	 2.25 	 .15 	 3/4 	 7/16  
5/16 	 5/16 	 21306N-E45 	 1/2–20 	 3.40 	 1.14 	 2.63 	 .21 	 3/4 	 1/2  
5/16 	 3/8 	 21306N-E46 	 5/8–18 	 3.26 	 .94 	 2.38 	 .25 	 3/4 	 5/8  
13/32 	 1/2 	 21308N-E48 	 3/4–18 	 3.70 	 .94 	 2.69 	 .33 	 7/8 	 3/4

A

A

A

A

D

D

D

D

B

F

F

F

F

213 'N' series
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Field attachable

SAE 37° female swivel  
45° tube elbow 
(Exceptions noted for 45° flare – 
refer to footnotes)

F

D

B

A

To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.

Inverted male swivel  
90° tube elbow

JIC 37° female swivel  
90° tube elbow 
(Exceptions noted for 45° flare – 
refer to footnotes)

A

F

D B

A

F

D
B

SAE 45° female swivel  
45° tube elbow

F

D

B

A

SAE 45° female swivel  
90° tube elbow

A

F

D
B

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

3/16 	 1/4 	 21304N-684a 	 7/16-20 	 2.34 	 .33 	 1.63 	 .15 	 9/16 	 9/16  
1/4 	 5/16 	 21305N-685a 	 1/2-20 	 2.44 	 .36 	 1.69 	 .21 	 5/8 	 5/8  
5/16 	 3/8 	 21306N-686	  9/16-18 	 2.61 	 .39 	 1.75 	 .25 	 3/4 	 5/8  
13/32 	 1/2 	 21308N-688a 	 3/4-16 	 3.13 	 .55 	 2.13 	 .33 	 7/8 	 7/8
a �Swivel nuts are universal –  both SAE 37° and 45° connections.

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

3/16 	 1/4 	 21304N-E04 	 7/16–24 	 1.69 	 1.36 	 1.50 	 .13 	 9/16 	 7/16  
1/4 	 5/16 	 21305N-E05 	 1/2–20 	 2.49 	 1.61 	 1.75 	 .17 	 5/8 	 1/2  
5/16 	 1/4 	 21306N-E04 	 7/16–24 	 2.58 	 1.65 	 1.75 	 .15 	 3/4 	 7/16  
5/16 	 5/16 	 21306N-E05 	 1/2–20 	 2.50 	 1.61 	 1.63 	 .21 	 3/4 	 1/2  
5/16 	 3/8 	 21306N-E06 	 5/8–18 	 2.82 	 1.97 	 2.00 	 .24 	 3/4 	 5/8  
13/32 	 1/2 	 21308N-E08 	 3/4–18 	 2.78 	 1.69 	 1.81 	 .33 	 7/8 	 3/4

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

3/16 	 1/4 	 21304N-664a 	 7/16–20 	 2.16 	 .68 	 1.44 	 .13 	 9/16 	 9/16  
1/4 	 5/16 	 21305N-665a 	 1/2–20 	 2.46 	 .77 	 1.75 	 .17 	 5/8 	 5/8  
5/16 	 3/8 	 21306N-666	  9/16–18 	 2.61 	 .85 	 1.81 	 .24 	 3/4 	 11/16  
13/32 	 1/2 	 21308N-668a 	 3/4–16 	 2.91 	 1.09 	 1.94 	 .33 	 7/8 	 7/8
a �Swivel nuts are universal –  both SAE 37° and 45° connections.

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

5/16 	 3/8 	 21306N-466	  5/8–18 	 2.48 	 .85 	 1.63 	 .24 	 3/4 	 3/4

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

5/16 	 3/8 	 21306N-486	  5/8-18 	 2.85 	 .39 	 1.81 	 .25 	 3/4 	 3/4

A

A

A

A

A

D

D

D

D

D

F

F

F

F

F

B

B

B

B

B

213 'N' series
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Field attachable

Male pipe rigid

E

A

D

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.
 

Ordering information: Order 
individually by catalog number.

 �
Refer to important safety 
information on pages A-2.

Application: Medium 
pressure and high temperature 
hose lines for a variety of 
applications including truck, 
industrial, and small engine 
where temperature may be a 
problem.

Compatible hose: H059, 
H069, H166, H169, H229, 
H366, H569

Pressure: Determined by 
maximum working pressure 
for hose size and hose end 
configuration whichever is 
lesser. See pages A-24-25 for 
working pressure ratings for 
hose end configurations.

Material: AISI/SAE 12L14 
carbon steel

Plating: Zinc; clear trivalent 
chromate

Advantages: Very popular 
in heavy-duty truck markets. 
Good selection of fittings. 
Compatible with a wide 
variety of hose types allowing 
for a diverse number of 
applications. Non-mandrel 
assembly. 

Assembly instructions:

1.	� Lubricate* insert threads 	
and I.D. of hose.

2.	� Screw hose into socket 
(left-hand thread) until 
hose bottoms. Back out 
1/4 turn.

3.	� Screw insert into socket 
until insert touches socket.

* Eaton Assembly Lubricant 
	 222070-8 - 1 gallon plastic jug 
	 222070 - 1 pint plastic squeeze bottle

Label set: FS-600

Note: 
Refer to current price list for availability 
of cataloged items. Configurations and 
dimensions subject to change without 
notice.

JIC 37° male rigid

E

A

D

					     Hose 
Hose	 Pipe	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

3/16 	 1/8 	 24704N-102 	 1/8–27 	 1.71 	 1.00 	 .12 	 5/8 	 7/16  
3/16 	 1/4 	 24704N-104 	 1/4–18 	 1.87 	 1.12 	 .12 	 5/8 	 9/16  
1/4 	 1/4 	 24705N-104 	 1/4–18 	 1.96 	 1.25 	 .18 	 11/16 	 9/16  
5/16 	 1/4 	 24706N-104 	 1/4–18 	 2.08 	 1.25 	 .25 	 13/16 	 9/16  
5/16 	 3/8 	 24706N-106 	 3/8–18 	 2.11 	 1.25 	 .25 	 13/16 	 11/16  
13/32 	 3/8 	 24708N-106 	 3/8–18 	 2.48 	 1.33 	 .36 	 15/16 	 11/16  
13/32 	 1/2 	 24708N-108 	 1/2–14 	 2.73 	 1.58 	 .36 	 15/16 	 7/8 	  
1/2 	 1/2 	 24710N-108 	 1/2–14 	 2.88 	 1.63 	 .45 	 1-1/8 	 7/8 	  
1/2 	 3/4 	 24710N-112 	 3/4–14 	 2.94 	 1.69 	 .45 	 1-1/8 	 1-1/8  
5/8 	 3/4 	 24712N-112 	 3/4–14 	 3.24 	 1.67 	 .55 	 1-1/4 	 1-1/4

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

3/16 	 1/4 	 24704N-504 	 7/16–20 	 1.85 	 1.10 	 .12 	 5/8 	 1/2 	  
1/4 	 5/16 	 24705N-505 	 1/2–20 	 2.01 	 1.19 	 .18 	 11/16 	 9/16  
5/16 	 3/8 	 24706N-506 	 9/16–18 	 2.13 	 1.25 	 .25 	 13/16 	 5/8 	  
13/32 	 1/2 	 24708N-508 	 3/4–16 	 2.64 	 1.56 	 .36 	 15/16 	 13/16  
1/2 	 5/8 	 24710N-510 	 7/8–14 	 2.92 	 1.69 	 .45 	 1-1/8 	 15/16  
5/8 	 3/4 	 24712N-512 	 1-1/16–12 	 3.32 	 1.81 	 .55 	 1-1/4 	 1-1/8  
7/8 	 1 	 24716N-516 	 1-5/16–12 	 2.97 	 1.81 	 .81 	 1-7/16 	 1-3/8

A

A

D

D

E

E

247 'N' series

247 'N' series 
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Field attachable

Inverted male swivel straight

Inverted male  
swivel – extended

F

A

D

A

FD

B

�To determine the correct length of hose, 
subtract the cut-off factor for each end  
fitting from the overall length of assembly.
 

SAE 45° flare male rigid

E

A

D

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

3/16 	 1/4 	 24704N-304 	 7/16–20 	 1.84 	 1.13 	 .12 	 5/8 	 1/2  
1/4 	 5/16 	 24705N-305 	 1/2–20 	 2.00 	 1.25 	 .18 	 11/16 	 9/16 
5/16 	 3/8 	 24706N-306 	 5/8–18 	 2.18 	 1.28 	 .25 	 13/16 	 11/16  
13/32 	 1/2 	 24708N-308 	 3/4–16 	 2.67 	 1.50 	 .36 	 15/16 	 13/16  
1/2 	 5/8 	 24710N-310 	 7/8–14 	 3.00 	 1.72 	 .45 	 1-1/8 	 15/16  
5/8 	 3/4 	 24712N-312 	 1-1/16–14 	 3.46 	 1.88 	 .55 	 1-1/4 	 1-1/8

					     Hose 
Hose	 Pipe	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 F

3/16 	 1/4 	 24704N-B04 	 7/16–24 	 2.54 	 1.81 	 .18 	 5/8 	 7/16  
1/4 	 5/16 	 24705N-B05 	 1/2–20 	 2.75 	 2.00 	 .21 	 11/16 	 1/2  
5/16 	 3/8 	 24706N-B06 	 5/8–18 	 2.91 	 2.00 	 .31 	 13/16 	 5/8  
13/32 	 1/2 	 24708N-B08 	 3/4–18 	 3.63 	 2.50 	 .43 	 15/16 	 3/4  

A

A

A

D

D

D

F

F

B

E

247 'N' series

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

5/16 	 1/4	 24706N-B24	 7/16-24	 7.62	 6.00	 6.75	 .15	 13/16	 7/16
5/16	 5/16	 24706N-B25	 1/2-20	 7.62	 6.00	 6.75	 .21	 16/16	 1/2
5/16	 3/8	 24706N-B26	 5/8-18	 7.62	 6.00	 6.75	 .24	 13/16	 5/8
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Field attachable

Flareless tube rigid ermeto 
7000 series 
(With nut and sleeve)

A

ED

JIC 37° female swivel 
(Exceptions noted)

A

ED

�To determine the correct length of hose,  
subtract the cut-off factor for each end 
fitting from the overall length of assembly. 

SAE 45° flare female swivel

Straight tube – extended

A

ED

A

ED

B

E

A

D

E

A

D

E

A

D

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

5/16 	 1/4 	 24706N-754 	 7/16–20 	 2.02 	 1.13	 .20 	 13/16 	 5/8 	  
5/16 	 5/16 	 24706N-755 	 1/2–20 	 1.96 	 1.13	 .23 	 13/16 	 5/8 	  
5/16 	 3/8 	 24706N-756 	 9/16–18 	 1.98 	 1.13	 .28 	 13/16 	 11/16 	  
5/16	 1/2	 24706N-758	 3/4–16	 2.12	 1.25	 .28	 13/16	 13/16	

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

5/16 	 3/8 	 24706N-406 	 5/8–18 	 2.36 	 1.46	 .25 	 13/16 	 3/4 	  
13/32 	 3/8 	 24708N-406 	 5/8–18 	 2.65 	 1.56	 .28 	 15/16 	 3/4  	  
5/8	 3/4	 24712N-412	 1-1/16-14	 3.49	 1.92	 .55	 1-1/4	 1-1/4

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

3/16 	 1/4 	 24704N-T54 	 5.22 	 3.75 	 4.50 	 .12 	 5/8 	 1/2 	  
1/4 	 5/16 	 24705N-T55 	 6.33 	 4.80 	 5.56 	 .18 	 11/16 	 1/2 	  
5/16 	 3/8 	 24706N-T56 	 7.42 	 5.80 	 6.50 	 .25 	 13/16 	 1/2 	  
13/32 	 1/2 	 24708N-T58 	 8.78 	 6.69 	 7.63 	 .36 	 15/16 	 3/4 

					     Hose 
Hose	 Tube	 Part	 Thread		  cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 factor	 dia.	 D	 E

3/16 	 1/4 	 24704N-604a 	 7/16–20 	 2.01 	 1.31 	 .13 	 5/8 	 9/16 	  
1/4 	 5/16 	 24705N-605a 	 1/2–20 	 2.19 	 1.50 	 .18 	 11/16 	 5/8 	  
5/16 	 1/4 	 24706N-604a 	 7/16–20 	 2.19 	 1.31 	 .17 	 13/16 	 9/16 	  
5/16 	 5/16 	 24706N-605a	 1/2–20 	 2.38 	 1.50 	 .25 	 13/16 	 5/8 	  
5/16 	 3/8 	 24706N-606 	 9/16–18 	 2.35 	 1.50 	 .25 	 13/16 	 11/16  
5/16 	 1/2 	 24706N-608a	 3/4–16 	 2.45 	 1.56 	 .39 	 13/16 	 7/8 	  
13/32 	 1/2 	 24708N-608a 	 3/4–16 	 2.82 	 1.75 	 .36 	 15/16 	 7/8 	  
1/2 	 1/2 	 24710N-608a	 3/4–16 	 3.04 	 1.75 	 .39 	 1-1/8 	 7/8 	  
1/2 	 5/8 	 24710N-610a	 7/8–14 	 3.04 	 1.75 	 .45 	 1-1/8 	 1 	  
5/8 	 3/4	 24712N-612 	 1-1/16–12 	 3.46 	 1.94 	 .55	 1-1/4	 1-1/4	  
7/8	 1	 24716N-616	 1-5/16-12	 3.21	 2.00	 .81	 1-7/16	 1-1/2

a �Swivel nuts are universal – both SAE 37° and 45° connections.

A

A

A

A

D

D

D

D

E

E

E

E

B

247 'N' series
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Field attachable �To determine the correct length of hose,  
subtract the cut-off factor for each end 
fitting from the overall length of assembly.

Inverted male swivel  
45° tube elbow

A

F
D

B

JIC 37° female swivel  
45° tube elbow 
(Exceptions noted for 45° flare – 
refer to footnotes)

F

D

B

A

SAE 45° female swivel  
45° tube elbow

F

D

B

A

Inverted male swivel  
90° tube elbow

A

F
B

D

F

A

D

B

F

A

D

B

F

A

D

B

F

A

D B

						      Hose 
Hose	 Pipe	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

5/16 	 1/4 	 24705N-E45 	 1/2–20 	 3.42 	 1.14	 2.63 	 .18 	 11/16 	 1/2  

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

3/16	 1/4	 24704N-684a	 7/16–20	 1.85	 .33	 1.10	 .12	 5/8	 9/16
1/4	 5/16	 24705N-685a	 1/2–20	 2.07	 .36	 1.29	 .18	 11/16	 5/8
5/16	 3/8	 24706N-686 	 9/16–18	 2.29	 .39	 1.33	 .25	 13/16	 11/16
13/32	 1/2	 24708N-688a	 3/4–16	 2.99	 .55	 1.84	 .33	 15/16	 7/8
1/2	 5/8	 24710N-690a	 7/8–14	 3.24	 .63	 1.95	 .45	 1-1/8	 1
5/8	 3/4	 24712N-692 	 1-1/16–12	 3.778	 .78	 2.21	 .55	 1-1/4	 1-1/4
7/8	 1	 24716N-696 	 1-5/16–12	 4.21	 1.07	 2.85	 .76	 1-7/16	 1-7/16

a �Swivel nuts are universal – both SAE 37° and 45° connections.

						      Hose 
Hose	 Pipe	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

3/16	 1/4	 24704N-E04	 7/16–24	 2.36	 1.69	 1.62	 .18	 5/8	 7/16
1/4	 5/16	 24705N-E05	 1/2–20	 2.53	 1.69	 1.75	 .24	 11/16	 1/2
5/16	 1/4	 24706N-E04	 7/16–24	 2.41	 1.36	 1.50	 .18	 7/8	 7/16
5/16	 5/16	 24706N-E05	 1/2–20	 2.63	 1.69	 1.73	 .24	 7/8	 1/2
5/16	 3/8	 24706N-E06	 5/8–18	 2.63	 1.73	 1.73	 .30	 7/8	 5/8

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

5/16	 1/4	 24706N-484 	 7/16–20	 2.61	 .33	 1.75	 .25	 13/16	 5/8
5/16	 3/8	 24706N-486 	 5/8–18	 2.23	 .45	 1.33	 .25	 13/16	 3/4
5/8	 3/4	 24712N-492 	 1-1/16–14	 3.78	 .80	 2.21	 .55	 1-1/4	 1-1/4

A

A

A

A

D

D

D

D

F

F

F

F

B

B

B

B

247 'N' series
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Field attachable

JIC 37° female swivel  
90° tube elbow 
(Exceptions noted)

A

F

D
B

JIC 37° female swivel  
long drop 90° tube elbow 
(Exceptions noted)

F

A

D B

SAE 45° female swivel  
90° tube elbow

A

F

D
B

SAE 45° female swivel  
long drop 90° tube elbow

F

A

D B

To determine the correct length of hose,  
subtract the cut-off factor for each end 
fitting from the overall length of assembly.

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

3/16	 1/4	 24704N-664a	 7/16–20	 1.74	 .68	 0.99	 .12	 5/8	 9/16
1/4	 5/16	 24705N-665a	 1/2–20	 1.96	 .77	 1.18	 .18	 11/16	 5/8
5/16	 3/8	 24706N-666 	 9/16–18	 2.13	 .85	 1.23	 .25	 13/16	 11/16
13/32	 1/2	 24708N-668a	 3/4–16	 2.76	 1.09	 1.61	 .36	 15/16	 7/8
1/2	 1/2	 24710N-668a	 3/4–16	 2.91	 1.09	 1.62	 .45	 15/16	 7/8
1/2	 5/8	 24710N-670a	 7/8–14	 2.94	 1.23	 1.65	 .45	 1-1/8	 1
5/8	 3/4	 24712N-672 	 1-1/16–12	 3.74	 1.82	 2.17	 .55	 1-1/4	 1-1/4
7/8	 1	 24716N-676 	 1-5/16–12	 3.55	 2.39	 2.28	 .81	 1-7/16	 1-1/2

a �Swivel nuts are universal – both SAE 37° and 45° connections.

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

5/16	 3/8	 24706N-466 	 5/8–18	 2.13	 .85	 1.23	 .25	 13/16	 3/4
5/8	 3/4	 24712N-472 	 1-1/16–14	 3.74	 1.82	 2.17	 .55	 1-1/4	 1-1/4

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

3/16	 1/4	 24704N-644a	 7/16–20	 1.74	 1.80	 0.99	 .15	 5/8	 9/16
1/4	 5/16	 24705N-645a	 1/2–20	 1.96	 1.77	 1.18	 .21	 11/16	 5/8
5/16	 3/8	 24706N-646 	 9/16–18	 2.13	 2.18	 1.23	 .24	 13/16	 11/16
13/32	 1/2	 24708N-648a	 3/4–16	 2.88	 2.43	 1.73	 .33	 15/16	 7/8
1/2	 5/8	 24710N-650a	 7/8–14	 3.19	 2.57	 1.90	 .46	 1-1/8	 1
5/8	 3/4	 24712N-652	 1-1/16–12	 3.74	 3.73	 2.17	 .58	 1-1/4	 1-1/4
7/8	 1	 24716N-656 	 1-5/16–12	 3.55	 4.58	 2.28	 .76	 1-7/16	 1-1/2

a �Swivel nuts are universal – both SAE 37° and 45° connections.

						      Hose 
Hose	 Tube	 Part	 Thread			   cut-off	 Hole	 Hex	 Hex 
I.D.	 size	 number	 size	 A	 B	 factor	 dia.	 D	 F

5/16	 1/4	 24706N-444 	 7/16–20	 2.54	 1.80	 1.63	 .15	 13/16	 5/8
5/16	 3/8	 24706N-446 	 5/8–18	 2.13	 2.18	 1.23	 .24	 13/16	 3/4
5/8	 3/4	 24712N-452 	 1-1/16–14	 3.74	 3.73	 2.17	 .58	 1-1/4	 1-1/4

A

A

A

A

D

D

D

D

F

F

F

F

B

B

B

B

247 'N' series




