


Productprogramma

LINIT-Glass type:

P 23 504
P23 504, 8 Iw

P 26 504

P 26 504, 8 Iw

P 26 clarissimo

P 26 clarissimo, 8 Iw

P 33 504
P 33 504,10 Iw

P 50 504
P 50 clarissimo

P 23/60/7 504
P 23/60/7 504, 8 lw

P 26/60/7 504

P 26/60/7 504, 8 Iw

P 26/60/7 504, 8+2 lw
P 26/60/7 504, 16 Iw

P 26/60/7 clarissimo

P 26/60/7 clarissimo, 8 Iw
P 26/60/7 solar

P 26/60/7 solar, low iron
P 26/60/7 cord

P 26/60/7 prismasolar
P 26/60/7 Ice

P 33/60/7 504
P 33/60/7 504, 10 lw

Iw = longitudinal wires
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weight
kg / m?

ca. 19,5
ca. 19,5

kg/m

ca. 4,50
ca. 4,50

ca. 19,0 | ca. 5,00
ca. 19,0 | ca. 5,00
ca. 19,0 | ca. 5,00
ca. 19,0 | ca. 5,00

ca. 18,2 | ca. 6,00
ca. 18,2 | ca. 6,00

ca. 17,0 | ca. 8,50
ca. 17,0 | ca. 8,50

ca. 25,5
ca. 25,5

ca. 6,00
ca. 6,00

ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50
ca. 24,6 | ca. 6,50

ca. 23,5 | ca. 7,70
ca. 23,5 | ca. 7,70

w
= uncoated
w

SP3

NP
NP
SP1
SP1

NP
SP2

NP
NP

NP
SP1

NP
NP
SP3
SP2
NP
SP1
NP
SP3
SP1
SP2
SP2

SP1
SP3

coated glass

1.7 W | solex | azur
NP |SP1| NP
SP1 - | SP1
SP1 - | SP1
SP1 - | SP1
SP1 - -
SP2 - -
SP1|SP2|SP1
SP2 - | SP2
SP1 - | SP1
SP2 - | SP2
NP [SP1| NP
SP2 - | SP2
SP1 - | SP1
SP1 - | SP1
SP1 - | SP1
SP2 - | SP2
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| |P23
I |P23,8I.D

| 'P26
I |P26,BLD

| P33
| P33,101D

| pso

| I P 23/60/7
| I P 23/60/7, 8 LD

P 26/60/7

[
| I P 26/60/7, 8 LD
[S——|

P 26/60/7, 8+2LD

| I P 33/60/7

| | P 33/60/7, 10 LD




Types

!

Surface of
the glass:
clarissimo

Surface of
the glass:
solar

Surface of
the glass:
504 perl

Surface of
the glass:
Ice

Surface of
the glass:
cord

Surface of
the glass:
prismasolar
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Types

Structure:
clarissimo
Processing:
matt
(sandblasted)

Structure:
solar
Processing:
matt
(sandblasted)

Structure:
504 perl
Processing:
matt
(sandblasted)

Structure:

Ice
Processing:
matt
(sandblasted)

Structure:
cord
Processing:
matt
(sandblasted)

Structure:
prismasolar
Processing:
matt
(sandblasted)
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Profielen

Alu-Series 83

All-aluminium

|

OSP 83

HV 83

UPR 83/0

>.

r 3:] s
k 50-320 mm 204
UPR 83/50 UPR

UPR 83/100
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|

, UPR83/100 E

: /

Expansion joint insert

l

* Thermal insulation: POLYAMIDE GF (black)
* Temperature resistant up to 200 C

UPR 83/0-W

UPR 83/100-W

Alu-Series 83 W

Thermally broken

%

OSP 83-W

HV 83 -W

FB
20 mm

@

L

83/50-W

ACCESSORIES FOR SERIES 83:

0s2-83
‘mhpnamsl n Pl II Il

UPR 83/50 E OSP 83 E m P2 U2-83

Expansion joint inserts Plastic padding profiles PVCil

uPr 83/0-w ¢ NS  und Pk 6310

und UPR 83/100-w I

..J U'I-83|

nlay profiles

Special profile for
horizontal glazing
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Toepassingen

Single gIaZing' flange OUtSide mm
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double glazing,
standard arrangement
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Offerte en advies

Benodigde informatie voor het uitbrengen van
een offerte of het geven van advies:

Glas profielen

- Afmetingen van de wand

- Type glasprofiel

- Binnen/buiten toepassing
- Enkele/dubbele uitvoering

Aluminium profielen

- Boven-/zij-/onderpofielen

- Lengte > aantal profielen a 6000mm
- Oppervlaktebehandeling ( RAL / F1l )
- Wel / niet thermisch onderbroken
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