
XDCAM HD422 1080i50  
Container  
Format  MXF  
Format Profile  OP-1A  
Format Settings  Closed/Complete  
Timecode Track  Present  
Timecode Start  01:00:00:00  
Video PID  2  
Audio PIDs  3-10  
Video Essence  
Format  MPEG2 Video  
Format Settings Wrapping  Frame  
Format Profile  4:2:2@High  
Format Settings  GOP (M=3, N=12)  

Bit Rate Mode  Constant  
Bit Rate  50 Mbps  
Width  1920  
Height  1080  
Display Aspect Ratio  16:9  
Frame Rate  25fps  
Scan Type  Interlaced  
Scan Order  Top Field First  
Bit Depth  8 bits  
Colour Matrix  BT.709  
Essence Stream Timecode Start  01:00:00:00  
Audio Essence  
Format  PCM  
Format Settings Wrapping  Frame AES  
Bit Rate Mode  Constant  
Channel Grouping Per PID  1  
Bit Rate per Mono Track  1152 Kbps  
Sampling Rate  48 kHz  
Bit Depth  
Audio Loudness 
Audio Tracks 
Maximum Level:  
 

24 bits  
-24 LKFS 
8 (6 can be 
silent) 
-9.0db  

 
Delivery: 
 
Peach/IMD 

https://www.imdcloud.net/Auth/Login?ReturnUrl=/library?
nodeId=1 
 
Adstream 

http://www.adstream.com.au/Public/Login/default.aspx?R
eturnUrl=%2fPublic%2fTraffic%2fDefault.aspx 
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