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iii. 

Parameter BAAQS BAAQS BAAQS 
1-hr Avg. 24-hr Avg. Annual Avg. 
(1,1g/ml) (1,1a/m3) (1,1g/m3) 

502 450 150 30 

NO2 400 200 60 

TSP n/a 100 60 

PM10 n/a 50 30 

Stack Emissions Testing: The results of stack emissions testing 

as required under operating licences issued pursuant to the CAA. 

Parameters to be measured include at a minimum particulates 

(size distribution); fine particulates (PM10); arsenic; cadmium; 

chromium; copper; lead; mercury; nickel; vanadium; selenium; 

zinc; CO, SO2; HCI; NOx, and VOCs (or total hydrocarbons) and 

Poly Aromatic Hydrocarbons (PAH's). 

iv. Total Number of Spill Incidents: Total number of chemical spills

greater than 1 US Gallon, regardless of location, site or

containment.

3. BELCO also recommends the following transmission, distribution and retail
environmental metric:

i. Total Number of Spill Incidents: Total number of chemical spills
greater than 1 US Gallon, regardless of location, site or
containment.

4. BELCO also recommends the following occupational safety and health

metrics:

i. First Aid (FA)/Medical Treatment (MT) Injures: Total number of

injuries per calendar year requiring first aid treatment and

treatment beyond first aid where there has been no loss of time

from work (i.e., Lost Days). See the Canadian Electricity

Association Incident Reporting Standard (CEA A-2-2008).

ii. Lost Time Injuries (L Tl): Total number of injuries per calendar

year resulting in Lost Days beyond the date of injury as a direct

result of an Occupational Injury/Illness incident.

iii. Lost Days: Total number of calendar days that the employee is

unable to work beyond the day of injury/illness recommended by a

physician or other health care professional. Lost time ends as of
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