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dover

_ Fabric category 1
_ washable up to 60°C

oslo

_ Fabric category 3
_ crypton coated
_ stain resistant
_ moisture barrier
_ waterproof
_ contains no harmful 
_ substance 
_ kind to skin
_ breathable
_ antibacterial
_ easy-care
_ �ame retardant
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Fabric category 3 
Material: 100% Polyester
Coating: CRYPTON FR
Weight: 770 g/lm
Width: 138 cm
Abrasion resistance: 50,000 cycles 
DIN EN ISO 12947-2: 2007
Fastness to light: 5–7 
DIN EN ISO 105-B02: 2002
Fastness to rubbing: 4–5 
DIN EN ISO 105-X12: 2002 (dry/wet)
Flammability: D–DIN 4102-B1
DIN EN 1021: 1994-01+02 
(cigarette test + butane flame test)
Maintenance: Vacuum regularly and 
treat any stains immediately.  

Use paper towels to remove any 
liquids, dry debris should be remo-
ved with a spatula or a soft brush. 
Dried-on spots should be removed 
with a mixture of cold or tepid water 
and a mild detergent. Dab the spot 
with a sponage or paper towel, allow 
to soak in for a few minutes, then 
brush the spot from the out-side to 
the centre, with a soft brush, or dab 
with a clean cloth. Allow to dry. 
If re-quired, wash out with tepid 
water. Make sure you remove all 
residual detergent and allow to dry 
completely. Always clean with water 
from the front fabric surface, never 
immerse in water, nor wash or dry 
clean. The fabric may be treated 
with over-the-counter disinfectants, 
which will not harm the water and 
stain resistant surface, how- ever, 
never use hydrochloride-based 
disinfectants.

 

oslo

Fabric category 1 
Material: 100% Polyester
Weight: 560 g/lm
Width: 140 cm
Abrasion resistance: 50,000 cycles 
DIN EN 12947-2: 2007
Fastness to light: 5–7 

(DIN EN ISO 105-B02: 2002
Fastness to rubbing: 4–5 dry and wet 
(DIN EN ISO 105-X12: 2002)
Fastness to sweat: 4–5 acidic and 
alkaline (DIN EN ISO 105-E04: 1996)
Fastness to drycleaning: 4–5 
(DIN EN ISO 105-D01: 1995)
Flammability: D–DIN 1021: 1994-01 
Part 1 (cigarette test)
Maintenance: wired upholsteries: 
suction cleaning, dry foam cleaning; 
removable upholsteries: dry-
cleaning, washing under low-main-
tenance conditions, max. 60°C, no 
spin-dry or machine drying.
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